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	MOD EL	R EPLACEMENT	D ISPLACEMENT	C	  A	B	  E	 A/F	W EIGHT 
									LB         S/KGS
	B F-20-10M	LB E-24-10M	 265 GPM	 11/4" NPT	 4.3	 5.4	 0.5	 2.2	 0.88 
			   1000 LPM		  110	 138	 12	 55	 0.4
	B F-24-10M	LB E-24-10M	 265 GPM	 11/2" NPT	 4.3	 5.4	 0.5	 2.2	 0.88 
			   1000 LPM		  110	 138	 12	 55	 0.4
	B F-32-10M	LB E-32-10M	 530 GPM	 2" NPT	 5.7	 5.7	 0.6	 2.6	 1.21 
			   2000 LPM		  145	 145	 15	 65	 0.55
	B F-40-10M	LB E-40-10M	 1057 GPM	 21/2" NPT	 7.3	 7.7	 0.6	 3.1	 2.86 
			   4000 LPM		  185	 195	 15	 80	 1.3

Breather Filter-Threaded
LMB/BF Series
• Steel trivalent zinc plated
• Air flow to 30 CFM
• Oil transfer rate to 190 GPM
• Operating temperature (-22F TO 212 F)
• Compatible with petroleum based fluids 

Options:
• 10 or 40 Micron
• 1/4" thru 1" NPT port size
• Dipstick available on some models  
• Anti splash available on some models 

					O     IL TRANSFER					      
				    AIR FLOW	R ATE					     HEX 
	MOD EL	 PORT	M ICRON	C FM	G PM		  A	B	C	D    (dia)
	 LMB-04	 1/4"	 40    	 10	 72	 IN	 1.85"	 2.17"	 0.28"	 0.75"
	  		  10    	 5	 36	 MM	 47	 55	 7	 19
	 LMB-06	  3/8"	 40    	 10	 72	 IN	 1.85"	 2.17"	 0.28"	 0.75" 
	  		  10    	 5	 36	 MM	 47	 55	 7	 19
	 BF-0816	  1/2"	 40    	 25	 105	 IN	 3.15"	 2.60"	 0.31"	 1.26" 
	  		  10    	 12	 190	 MM	 80	 66	 8	 32
	 BF-1216	 3/4"	 40    	 26.4	 190	 IN	 3.15"	 2.60"	 0.31"	 1.30" 
	  		  10    	 15	 110	 MM	 80	 66	 8	 33
	B F-1616	 1"    	 40    	 30	 190	 IN	 3.15"	 2.72"	 0.31"	 1.50"
			   10    	 15	 110	 MM	 80	 69	 8	 38

BPC  — BF — 12 — 10M

SERIES 
LMB
BF

LMB

PORT SIZE
	 04	 1/4" (LMB)
	 06	 3/8" (LMB)
	 0816	 1/2" (BF)
	 1216	 3/4" (BF)
	 1616	 1" (BF)

	 OMIT	 NONE
	 BPC	 1216, 1616
	 ISO	 BF-16, 1216, 0816
	 AS	 LMB, BF

 	 OPTIONS
	 10M	 10 Microns
	 DIP	 3/4", 1"
		  Specify length in 
		  Inches
	 P5	 5 PSI
	 P3	 3 PSI

Ordering Code

Large Capacity Threaded Breathers
BF Series
• Air flows to 165 CFM
• Oil transfer rates to 1057 GPM
• Maximum temperature 225 F
• Compatible with petroleum and mineral
• Based fluids
• Plastic Housing
• 10 Micron filtration, elements are replaceable

Dimensional Detail

Dimensional Detail
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Vented

Pressurized Relief Valve
Double Valve

LMB-04 
LMB-06

BF-0816 
BF-1216 
BF-1616

LMBA SAE thread version available in -6, -12
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