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Daman’
D03 Subplates

Side Ported Subplate

Valve mtg: UNC #10-24 x 0.63 DP or

Metric M5-0.8mm ISO 6H x [16] DP
Subplate hardware kit is supplied.
See page 121 for itemized list.

Flae

Back Ported Subplate

Valve mtg: UNC #10-24 x 0.63 DP or

Metric M5-0.8mm ISO 6H x [16] DP
Subplate hardware kit is supplied.
See page 121 for itemized list.
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L Dimension A B C D E F G H | J K
E N 700 | 250 | 1.31 | 0.88 | 0.25 | 2.25 | 0.66 | 1.28 | 1.91 | 0.75 | 1.88
5 F ‘ DO3sPB4P [25.4] | [63.5] | [33.3] | [22.4] | [6.4] | [57.2] | [16.7] | [32.5] | [48.4] | [19.1] | [47.6]
D . 100 | 250 | 1.25 | 0.84 | 0.25 | 2.25 | 051 | 1.25 | 1.98 | 052 | 1.97
Dimension T A B C D E F IS m DO3sPB6B [25.4] | [63.5] | [31.8] | [21.4] | [6.4] | [57.2] | [13.0] | [31.8] | [50.4] | [13.2] | [50.0]
100 | 250 | 1.31 | 0.88 | 0.25 | 2.25 | 0.59 | 1.28 | 1.97 | 0.69 | 1.94
“D03SPSap | 100 | 250 | 131 | 1.25 | 050 | 0.25 | 2.25 | 0.88 .
Dosspse | 12541 | 16351 | 13331 | 3181 | (1271 | 1641 | 157.2) | 22.41 DO3SPBEM.P.S.T1 12541 | (63.5] | [33.3] | [22.41 | [6.4] | [57.2] | [15.11| [32.5] | (50.0] | [17.5] | [49.2]
750 1350 T 7857 T 778 1075 1o 35 T 138 . N 150 | 350 | 1.81 | 1.38 | 0.25 | 3.25 | 0.69 | 1.78 | 2.81 | 0.75 | 2.81
"D03SPS8" | (33.1] | 88.9] | 146.0] | 45.2] | (19.1] | [6.4] | [82.6] | [34.9] Do3sPBg (38.1] | [88.9] | (46.0] | [34.9] | [6.4] |[82.61|[17.5] | [45.2] | [71.4] | [19.1] | [71.4]
775 T 200 T 206 T 503 T 088 1038 1 563 T 163 . N 150 | 450 | 2.31 | 1.88 | 0.38 | 4.13 | 0.94 | 2.28 | 3.56 | 0.94 | 3.56
"D03SPS12* | aa 5] |01.6| 524 | 5161 | 2221 | 195 | (92,1 | 41.3] DO3SPB12 (38.1] |[114.3]| (58.8] | [47.6] | [9.5] |[104.8]| [23.8] | [57.9] | [90.5] | [23.8] | [90.5]
Specifications, descriptions, and dimensional data are subject to
correction or change without notice or incurring obligation.
0 d = I f t. Download latest catalog page revisions at www.daman.com.
Material Valve Pattern Product Type Port Location Port Threads
Material Product Type Port Threads
Aluminum - 6061-T6 0.25-18 NPTF
A 3000t psi e 20.7 MPa SP| Subplate 4P ANSI B1.20.3
Ductile Iron - D4512 0.38-18 NPTF 0.50-14 NPTF 0.75-14 NPTF
D | 5000t psi e 34.5 MPa 6P |s\sigr203 | 8P |ansigr203 [12P |ansisr20.3
Electroless Nickel Coated -6 SAE -8 SAE -12 SAE
N [Ductile Iron - D4512 6S |I1SO 11926; 8S |1s0 11926; 12S iSO 11926;
50001 psi ¢ 34.5 MPa Port L ti SAE 1926 SAE 1926 SAE 1926
i Working pressure should be ort Location 0.38-19 BSPP 0.50-14 BSPP 0.75-14 BSPP
considered in accor_ ance wi i 6B ISO 1179; 8B ISO 1179; 12B 1SO 1179;
ISO 4413 to determine appro- S |Side ported BS 2779 BS 2779 BS 2779
priate material type. M4 %15 MBx 15 M27 % 2.0
X 1. X 1. X 2.
Valve Pattern B |Back Ported 6M |50 6140 8M |50 6140 12M| 50 6149
ISO 4401-03-02 0.38-19 BSPT 0.50-14 BSPT 0.75-14 BSPT
DO03|NFPAT3.5.1-D03 6T |so7.8521 [8T liso7,Bs21 [12T|is07: BS 21
See Tech Information
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Daman’

D03 Subplates

Dual Ported Subplate

Valve mtg: UNC #10-24 x 0.50 DP or

Metric M5-0.8mm ISO 6H x [12.7] DP

Subplate hardware kit is supplied.
See page 121 for itemized list.
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Dimension A B C D E F G H
N N 150 | 250 | 3.44 | 025 | 2.25 | 3.19 | 1.34 | 0.91
DO3SPSB6 [38.1] | [63.5] | [87.4] | [6.4] | [57.2] | [81.0] | [34.0] | [23.1]
N N 2.00 | 2.75 | 3.75 | 0.25 | 250 | 350 | 1.34 | 0.91
DO3SPSB8 150.8] | 169.9] | [95.3] | [6.4] | [63.5] | [88.9] | [34.0] | [23.1]
Dimension | J K L M N (6]
N 269 | 050 | 0.72 | 1.78 | 1.00 | 1.25 | 1.88
D03SPSB6B 168.3]1 | [12.71 | [18.3] | 45.2] | [25.4] | [31.8] | [47.8]
- 269 | 047 | 0.84 | 1.78 | 1.00 | 1.25 | 1.88
DO3SPSB6IM.P.S,T] | [e8.3] | [11.9] | [21.4] | [45.2] | [25.4] | [31.8] | [47.8]
- 300 | 088 | 0.69 | 1.97 | 1.38 | 1.44 | 1.04
D03SPsB8B 76.2] | [22.21 | 117.51 | [50.01 | [34.9] | [36.5] | [49.2]
- 300 | 088 | 069 | 1.94 | 1.38 | 1.44 | 1.04
DO3SPSBBIM.P.S,T] | 76.2 | [22.2] | [17.5] | [49.2] | [34.9] | [36.5] | [49.2]

Ordering Information

Motor Mounted Subplate
Available with NPTF or SAE ports only.
Valve mtg: UNC #10-24 x 0.63 DP
Subplate hardware kit is supplied.

See page 121 for itemized list.
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Specifications, descriptions, and dimensional data are subject to
correction or change without notice or incurring obligation.
Download latest catalog page revisions at www.daman.com.

D03

NFPA T3.5.1-D03
See Tech Information

Material Valve Pattern Product Type Port Location Port Threads
Material Product Type Port Threads
A Aluminum - 6061-T6 SP| subplate Port location SB only Port location SB or M
30001 psi » 20.7 MPa 6P [0:38-18 NPTF gp [0:50-14 NPTF
D Ductile Irgn - D4512 ANSI B1.20.3 ANSI B1.20.3
50007 psi « 34.5 MPa 6 |8 SAE 8 |8 S
Elect_roless Nickel Coated ISO 11926; SAE 1926 ISO 11926; SAE 1926
N |Ductile Iron - D4512 0.38-19 BSPP Port location SB only
50007 psi  34.5 MPa Port L ti 6B ISO 1179: BS 2779
Working pressure should be o ocation - 8B 0.50-14 BSPP
considered in accordance with Side PAB.T ports 6M M14 x 1.5 ISO 1179; BS 2779
ISO 4413 to determine appro- SB o ISO 6149
PP Back P & T ports M18 x 1.5
priate material type. Motor mounting 6T 0.38-19 BSPT &M ISO 6149
unti .
Valve Pattern M 55 o 85 ports bry ISO 7; BS 21 gT |0:0-14 BSPT
1ISO 4401-03-02 ISO 7; BS 21

Custom

Cover Standard
Manifolds

Valve
Adaptors

Servo Valve

Header and
Junction Blocks
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Daman’
D03 Subplates with Relief Cavity

Dual Ported Subplate with Main Relief Cavity

Valve mtg: UNC #10-24 x 0.63 DP or

Metric M5-0.8mm ISO 6H x [16] DP
Subplate hardware kit is supplied.
See page 121 for itemized list.
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Dimension A B C D E F G H | J K L M N P Q
- | 225 | 300 | 0.31 | 260 | 0.97 | 2.00 | 0.69 | 1.66 | 1.6 | 0.88 | 0.84 | 0.88 | 163 | 153 | 2.37 | 097 | 1.69 | 0.69
DO3SPRV*6* | (57.2] | (76.2] | [7.9] | [68.3] | [24.6] | [50.8] | [17.5] | 42.1] | [42.1] | (22.2] | [21.3] | [22.2] | [41.3] | [38.9] | [60.2] | [24.6] | [42.9] | [17.5]
. | 300 | 350 | 038 | 312 | 1.34 | 2.19 | 0.81 | 150 | 2.00 | 1.00 | 1.09 | 084 | 1.91 | 1.72 | 2.53 | 1.09 | 2.25 | 0.81
DO3SPRV™8* | (76.2] | (88.9] | [9.5] | [79.4] | [34.1] | [55.6] | [20.6] | [38.1] | [50.8] | [25.4] | [22.8] | [21.4] | [48.4] | [43.6] | [64.3] | [22.8] | [57.2] | [20.6]
. | 300 | 400 | 038 | 3.63 | 1.59 | 2.38 | 0.84 | 1.50 | 2.13 | 1.00 | 1.34 | 0.84 | 1.91 | 1.91 | 3.19 | 1.34 | 2.50 | 0.8
DO3SPRV*12" | 176.2] |[101.6]| [9.5] | [92.1] | [40.5] | [60.3] | [21.4] | [38.1] | [54.0] | [25.4] | [34.1] | [21.4] | [48.4] | [48.4] | [81.0] | [34.1] | [63.5] | [22.2]
Specifications, descriptions, and dimensional data are subject to
correction or change without notice or incurring obligation.
Download latest catalog page revisions at www.daman.com.
Ordering Information
. Valve Product A . . Port
Material Pattern Type Circuit Relief Cavity Threads
Material Product Type Relief Cavity Port Threads
Aluminum - 6061-T6 Common cavity 0.38-18 NPTF 0.50-14 NPTF 0.75-14 NPTF
A | 30001 psi « 20.7 MPa SP | subplate C |02 (P in nose) 6P |sNsigr203 | 8P |ansigr203 [12P |ansisr20.3
D Ductile Iron - D4512 Sun Cavity -6 SAE -8 SAE -12 SAE
5000t psi e 34.5 MPa s T-10A (P in nose) 6S |1S0 11926; 8S |1s0 11926; 12S (IS0 11926;
Electroless Nickel Coated See Tech Info for SAE 1926 SAE 1926 SAE 1926
N [Ductile Iron - D4512 valves 0.38-19 BSPP 0.50-14 BSPP 0.75-14 BSPP
5000t psi e 34.5 MPa 6B (IS0 1179; 8B [1so 1179; 12B|i1s0 1179;
T Working pressure should be BS 2779 BS 2779 BS 2779
considered in accordance with M14 x 1.5 M18 x 1.5 M27 x 2.0
ISO 4413 to determine appro- 6M |50 6140 8M |50 6140 12M| 50 6149
priate material type. 0.38-19 BSPT 0.50-14 BSPT 0.75-14 BSPT
Circuit 6T |so7.8521 [8T liso7Bs21 [12T |is07: BS 21
Valve Pattern RV |Vain Relief
PtoT

D03

1SO 4401-03-02
NFPAT3.5.1-D03
See Tech Information
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Daman
D03 Subplates with Relief Cavity

Side Ported Subplate with Cylinder Port

Crossover Relief Cavities
Valve mtg: UNC #10-24 x 0.63 DP or

Metric M5-0.8mm ISO 6H x [16] DP
Subplate hardware kit is supplied.

See page 121 for itemized list.
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See Tech Information
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Dimension A B C D E F G H | J K L M N (0] P Q R S
* . | 250 | 350 | 350 | 0.31 | 169 | 1.41 | 319 | 2.00 | 1.03 | 1.72 | 1.22 | 2.22 | 0.63 | 0.63 | 1.03 | 0.69 | 2.81 | 3.19 | 1.33
DO3SPCR*6™ | (53.5] | (88.9] | (88.9] | [7.9] | [42.9] | [35.7] | [81.0] | [50.8] | [26.2] | [43.7] | [31.0] | [56.4] | [16.0] | [16.0] | [26.2] | [17.5] | [71.4] | [81.0] | [33.7)
. .| 400 | 500 | 450 | 038 | 2.00 | 250 | 250 | 3.00 | 1.25 | 2.00 | 1.50 | 2.50 | 1.00 | 1.25 | 1.38 | 1.00 | 4.00 | 4.13 | 2.06
DO3SPCR™2* 1(101.6]|[127.0]|[114.3]| [9.5] | [50.8] | [63.5] | [63.5] | [76.2] | [31.8] | [50.8] | [38.1] | [63.5] | [25.4] | [31.8] | [35.1] | [25.4] |[101.6]|[104.8]| [52.8]
Specifications, descriptions, and dimensional data are subject to
correction or change without notice or incurring obligation.
Download latest catalog page revisions at www.daman.com.
Ordering Information
Material Valve Pattern Product Type Circuit Relief Cavity Port Threads
Material Product Type Relief Cavity Port Threads
Aluminum - 6061-T6 Common cavity 0.38-18 NPTF 0.75-14 NPTF
A | 30007 psi « 20.7 MPa SP | subplate C |C10-2 Pinnose)| |OP |ansiB1203 [12P|ansiB1203
D Ductile Iron - D4512 Sun Cavity -6 SAE -12 SAE
5000t psi e 34.5 MPa S T-10A (P in nose) 6S |1s0 11926; |12S|1SO 11926;
Electroless Nickel Coated See Tech Info for SAE 1926 SAE 1926
N [Ductile Iron - D4512 valves 0.38-19 BSPP 0.75-14 BSPP
50007 psi  34.5 MPa 6B [1s0 1179; 12B|i1so 1179;
T Working pressure should be BS 2779 BS 2779
considered in accordance with M14 x 1.5 M27 x 2.0
ISO 4413 to determine appro- 6M 1SO 6149 12M 1SO 6149
priate material type. 0.38-19 BSPT 0.75-14 BSPT
Valve Pattern Circuit 6T 507 Bs21 [ 12T |1s07: BS 21
1ISO 4401-03-02 CR Crossover Reliefs

Custom

Cover Standard
Manifolds

Valve
Adaptors

Servo Valve

Header and
Junction Blocks
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