HIGH FLOW
ACCUMULATORS

Servi Fluid Power

High Flow Bottom Repairable 3000 psi (207 Bar)

Gas Volume Dimensions In. (mm) Port Thread [E]
o5 | 10 560 21 | 35 100630 ] , oy | avg 20
(9.2) (534)| (89) [(230)| (78) (36.5)
1126 335| 35 [9.08] 30 ] ] 120
5190 (18.5) @51 ] (89) [230)| (78) | + V/4BUN | 48 Mg,
o | & 2110 54 | 35 (806 80 o | ag 220
346) |1372) (89) [(230)| (78) (100)
0 | an 2390 595 35 [906] 30 |, oy | avg [-240
39.3) [asm]| (89) [(@30)] (78) (109)
3300 775 | 35 [ 9.06| 3.0 ] ] 305
15 | 57 543) |1969)| 89) |(230)] (78) | * V4"BUN | 48 T35

540 205 35 | 9.08| 3.0 ] ] 90
25| 10 (8.8) 521 | (89) | (230)| (78) 4-1/4-8UN | 4"-8 (41)
1108 33 | 35 [9.06] 30 ] ] 125
51490 (18.2) ®38)| (89) |(230)| (78) | ¥ V4BUN | 4B 57
2090 535| 35 [ 9.06| 3.0 ] ] 225
101 37 @344)  |1359)] (89) |(230)| 78y | *V4BUN | 478 0g
2370 59 | 35 [ 908 30 ] ] 245
L (39) (1299)| (89) |(230)| (78) | *V4BUN | 48 o
3280 77 | 35 [9.06| 3.0 ] ] 310
15| 57 (53.9) |0956)| (89) [230)| (78) | + V4BUN | 48 o

Refer to Mode! Code Chart on page 4 for Part Numbers and Ordering

Flow rates of up to 600 GPM
Fluid port connections are Male SAE or NPT threads
Optional flange connection available with the SAE port option




