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Self-tapping Screw
10-24 Optional

 

0.21
(5.3mm)
(6 holes)

(0.156)

Filler Breather Mini Cap 
Filler Strainer breather
model FcS-m
•	Zinc plated steel cap 
•	30 mesh basket 
•	3 10-32 x 1/2" self tapping screws for flange mount
•	Cork Neoprene Gaskets
•	Air flow to 10 CFM (30M /MIN)
•	 For use with petroleum based fluids, high water  

glycols and water/oil emulsions

options 
•	10 or 40 micron foam elements

mounting Information
•		1.18 dia. screen hole w/(3) .156 dia holes equally  

spaced on a 1.63 dia. B.C.

super Filler Cap Assembly
model FcS-1303
•	Plated steel cap (non-vented)
•	6-8/32" self tapping screws for flange mount 
•	Cork gaskets
•	415/16" (125 mm) diameter bolt circle
•	 For use with petroleum based fluids, high water  

glycols and water/oil emulsions
options 
•	24 or 70 mesh stainless screens
•	Vented cap (0.1285 Hole)

 model No. mESH  A b c d E F
 

FcS-1303-70
 70 IN 4.4 5.2 5.6 4 1.31 4.4 

    MM 112 133 142 102 33 112
 

FcS-1303-24
 24 IN 4.4 5.2 5.6 4 1.31 4.4 

   MM 112 133 142 102 33 112

  mIcroN dISPlAcEmENT AIrFlow       wEIgHT 
 modEl rATINg gPm cFm  A b c d E  lb/Kg
 

FcS-m
 40 71 10 IN 1.8 1.6 1.9 2.6 1.1 .29 

     MM 45 42 49 66 28 .13
 
FcS-10m

 10 36 5 IN 1.8 1.6 1.9 2.6 1.1 .29 
     MM 45 42 49 66 28 .13

Dimensional Detail

Dimensional Detail

super Filler Weld & High Necks
model FcS-1303-Necks 
•	18 Gauge Plain Steel
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A

1.97° RAD

3.56° DIA

4.31° O.D.
O.D. True for approx. 0.38°

FcS-1303-150
A = 1.50FcS-1303-2.5HN 

A = 2.56

FcS-m

FcS-1303-70 
FcS-1303-24

RESERVOIR
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RETAINING CHAIN

CAP

#26 DRILL ON A 
4.50 (114) RADIUS
(IN TANK LID)

#26 DRILL (6) HOLES 
ON A 4.94 (125) B.C.
(IN TANK LID)

B
D

4.50 (114) DIA. HOLE
REQUIRED FOR 
INSTALLATION
(IN TANK LID)

GASKET

D

Vented

Pressurized Relief Valve
Double Valve
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