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BLADDER ACCUMULATORS
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316 Stainless Steel 2000 PSI Accumulators (138 Bar)

o= | 10 540 22 | 35[9.06] 30|1-7/8"12UN| , g0
(8.8) |(559)| (89)|(230) (78)] SAE# 24 (41)
c | 20 1106|337 | 35]9.06| 3.0 [1-7/8"12UN| ,, | 125
(18.2) |(857)] (89)|(230) (78)| SAE#24 (57)
0| 3o 2090 |545| 35[9.08] 30 |1-7/8"12UN| ,, | 225
(34.4) |1384) (89)|(230)| (78)| SAE#24 (102)
e | 5o 3280 |777 | 35[9.06| 30 [1-7/8™12UN| ,, | 310
(53.9) |1975) (89)|(230)| (768)| SAE#24 (141)

Stainless steel accumulators in 1000 & 3000 psi range available.
Consult factory for options and pricing.

High Pressure Accumulators - 10,000 PSI (690 Bar)

Gas Volume Dimensions In. (mm) Port Thread [E]

(F)NPT
540 2541 388|106 | 3.0

25 10 1/2" NPT
(8.8) (B45)| (98)|(269)] (76)
106 38 388 106 | 3.0

5 20 1/2" NPT
(18.2) (965)| (98)[(269)| (76)
2090 5841 3.88| 10.6 3.0

10 37 1/2" NPT
(34.4) (1483)] (98)((269)| (76)
3280 805 3.88| 106 | 3.0

15 57 1/2" NPT
(53.9) (2045) (98)((269)] (76)

Refer to Madel Code Chart on page 4 for Part Numbers and Ordering




