
INLET OUTLET

DH-R
Gauge in position	
for return line use.

8-03 8-15
5064-100

DH-V
Gauge in position	
for suction line use.

	 Model	 	 NPT	 SAE	 A	 B	 C	 D	 E	 F	 G	 WEIGHT
	
DH-500

	 IN	
 1/2"

	 3/4"-16	 3.46	 2.60	 5.87	 1.50	 4.13	 1.73	 0.83	 2.3 LBS 
		  MM			   88	 66	 149	 38	 105	 44	 21	 0.9 KG
	
DH-750

	 IN	
 3/4"

	
11/16"-12	 4.5	 3.3	 7.4	 1.7	 5.5	 1.9	 0.9	 2.5 LBS 

		  MM			   114	 84	 188	 44	 140	 48	 23	 1.1 KG
	
DH-1000

	 IN	 1"
	

15/16"-12	 4.5	 3.3	 7.4	 1.7	 5.5	 1.9	 0.9	 2.5 LBS 
		  MM			   114	 84	 188	 44	 140	 48	 23	 1.1KG
	
DH-1200

	 IN	 1"
	

15/16"-12	 5.1	 4.7	 11.5	 2.3	 9.1	 2.4	 1.2	 5.5 LBS 
		  MM			   130	 119	 292	 58	 231	 61	 30	 2.5 KG
	
DH-1250

	 IN	 11/4"
	

15/8"-12	 5.1	 4.7	 11.5	 2.3	 9.1	 2.4	 1.2	 5.5 LBS 
		  MM			   130	 119	 292	 58	 231	 61	 30	 2.5KG
	
DH-1500

	 IN	 11/2"
	

17/8"-12	 5.1	 4.7	 11.5	 2.3	 9.1	 2.4	 1.2	 5.5 LBS 
		  MM			   130	 119	 292	 58	 231	 61	 30	 2.5KG

Dimensional Detail
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Medium Pressure In Line Filters 
Cartridge Type
Suction or Return Line Application
Model DH & DHA (NPT & SAE Ports)
Specifications
• Working pressure 350 P.S.I. (24 Bar) 80 PSI ∆P w/o bypass
• Operating Temperatures -22° F to +212° F (-32° C to +100° C)
• Flows to 75 GPM ( 280 LPM) Return 
• 1/2", 3/4", 1", 11/4", 11/2" Ports  
• Cellulose and wire mesh elements
• Aluminum casting
• Buna Seals
• ��For use with petroleum based, high water glycols  

and water/oil emulsions fluids
• Aluminum bowl with SAE drain plug
• 2.5 (lbs) 1.1 (kg), 5.5lbs, (2.5 kgs) shipping weight
Options
• NPT or SAE Ports
• 10, 30, micron cellulose, synthetic elements
• 60, 100, 200 Wire Mesh 
• Visual indicators
• 5, 15, 25 P.S.I.D., blocked bypass options for return or suction
• Optional Viton, EPR seals

Temperature 100°F Viscosity 150SUS

Average Pressure drop through clean assembly with 150 SUS oil at 100F
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D = Center to center mounting
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MEDIA
	 800	 10 MICRON CELLULOSE
	 400	 30 MICRON CELLULOSE
	 *500	 25 micron synthetic
	 *300	 10 MICRON synthetic
	 60	  60 S.S. WIRE MESH
	 100	 100 S.S. WIRE MESH
	 200	 200 S.S. WIRE MESH
	 700	 700 S.S. WIRE MESH

SERIES
	DH	 NPT
	DHA	 SAE

PORT
	 500	 1/2"
	 750	 3/4"
	 1000	 1" 
	 1200	 1" 
	 1250	 11/4"
	 1500	 11/2"

DH — 750 — 800 — PR — V — T — CP-2

	
MODEL NO.	 SERIES	 MEDIA	 IN2	 CM2

	 RATING	
	 	 	 	 	 	 B(x)=2/20/75
	 5-10	 DH-500	 10 MICRON CELLULOSE	 143	 920	 10u/25u/32
	 5-25	 DH-500	 25 MICRON CELLULOSE	 143	 920	 43u/46V54
	 8-03	 DH-750, 1000	 10 MICRON CELLULOSE	 342	 2206	 10u/25u/32u
	 8-03 SYN	 DH-750, 1000	 10 MICRON SYNTHETIC	 94	 590	 4u/10u/12u
	 4-03	 DH-750, 1000	 30 MICRON CELLULOSE	 342	 2206	 43u/46u/54u
	 4-03 SYN	 DH-750, 1000	 25 MICRON SYNTHETIC	 94	 590	 7u/16u/23u
	 8-15	 DH-1200, 1250, 1500	 10 MICRON CELLULOSE	 1122	 7237	 10u/25u/32u
	 8-10MG	 DH-1200, 1250, 1500	 10 MICRON SYNTHETIC	 660	 4528	 3u/10u/12u
	 4-15	 DH-1200, 1250, 1500	 30 MICRON CELLULOSE	 1122	 7237	 43u/46u/54u
	 4-15 SYN	 DH-1200, 1250, 1500	 25 MICRON SYNTHETIC	 302	 1900	 7u/16u/23u
	 5061-100	 DH-500	 100 SS MESH	 48	 315	 141
	 5061-200	 DH-500	 200 SS MESH	 48	 315	 74
	 5062-200	 DH-750, 1000	 200 S.S. WIRE MESH	 120	 774	 74u
	 5062-100	 DH-750, 1000	 100 S.S. WIRE MESH	 120	 774	 140u
	 5062-700	 DH-750, 1000	 700 S.S. WIRE MESH	 120	 774	 10u
	 5062-60	 DH-750, 1000	 60 S.S. WIRE MESH	 120	 774	 262u
	 5064-200	 DH-1200, 1250, 1500	 200 S.S. WIRE MESH	 325	 2096	 74u
	 5064-60	 DH-1200, 1250, 1500	 60 S.S. WIRE MESH	 325	 2096	 262u
	 5064-100	 DH-1200, 1250, 1500	 100 S.S. WIRE MESH	 325	 2096	 144u
	 5064-700	 DH-1200, 1250, 1500	 700 S.S. WIRE MESH	 325	 2096	 25u

Replacement Elements

Ordering Code

DH-500R

* �Only Available in DH-750, DH-1000, DH-1200, 1250, 1500 
Buna seals standard.

BYPASS
	RR	 RETURN 25 P.S.I.
	PR	 RETURN 15 P.S.I.
	VR	 SUCTION 5 P.S.I. 

OMIT No Bypass

FILTERS &
 STRAINERS
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INDICATING	
GAUGES

	 ( T )	 MC-12
	 ( T )	 MC-20
	( T/S )	 CP-2
	 ( T )	 GLY-MC-20
	 ( S )	 135080 
	 ( S )	 VAC-3-20
		  OMIT

IND. PORTS
	 OMIT	 NONE
	 T	 1/8 NPT  
		  RETURN
	 S	 1/8 NPT  
		  SUCTION

SEALS
	 OMIT	 BUNA
	 V	 VITON 
	 EPR	 ETHYLENE  
		  PROPYLENE
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