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PUSH-PULL 3 WAY VALVE VX3 VC3

PART # DESCRIPTION MOUNTING ACTION PORT WIDTH BODY DEPTH SUPPLY CYL.

LENGTH TYPE

V-5 2-position, single spool, 3-way 2 thru holes horizontal push / 1/8" 2.00" 2.00" 1.00" 130 S.A.
pull

V-5-S OBSOLETE Replaced by V-5 2 threaded 32 unf push / 1/8" 2.00" 2.00" 1.00" 130 S.A.
vertical and 2 pull

horizontal thru holes

V-55 2-position,dual spool, 3-way 2 horizontal thru holes push / 1/8" 2.00" 2.00" 1.00" 130 S.A.
pull

V-555 2-position, triple spool, 3 way 2 horizontal thru holes push / 1/8" 2.00" 2.00" 1.50" 130 S.A.
pull

V-85 2-position,dual spool. (1) 4-way, 2 horizontal thru holes push / 1/8" 2.00" 2.00" 1.00" 130 S.Aor

(1) 3 way pull D.A.

VC-3 2-position,3 way with spring to 2 threaded 10-32 unf push / 1/8" 1.50" 4.00" 1.50" 130 SA
neutral and lock vertical and 2 pull

horizontal thru holes

VL3 OBSOLETE replaced by VX-3 2 horizontal thru holes push / 1/4" 175" 4.50" 1.00" 130 S.A.
pull

VX-3 2-position, 3-way valve, 2 horizontal thru holes push / 1/4" 1.50" 292" 1.00" 130 S.A.
w/ 1/4" exhaust ports pull

PUSH-PULL 4 WAY VALVE VX-4 V-8 V-38 V-8-5TG
PART # DESCRIPTION MOUNTING ACTION PORT WIDTH BODY DEPTH SUPPLY CYL.
LENGTH TYPE
VL-5 OBSOLETE, replaced by VX-4 2 horizontal thru holes Push / 1/4" 1.75" 4.50" 1.00" 130 D.A.
Pull
VX-4 2 - positon 4-way with 2 horizontal thru holes Push / 1/4" 175" 3.80" 1.00" 130 D.A.
1/4" exhaust ports Pull
V-85 2 - position, dual spool, (1) 3-way & 2 horizontal thru holes Push / 1/8" 2.00' 2.00" 1.00" 130 S.A.or
(1) 4-way Pull D.A.
V-8 2-position,single spool, 4-way 2 horizontal thru holes Push / 1/8" 2.00" 2.00" 1.00" 130 D.A.
Pull
V-8-S OBSOLETE, Replaced by V-8 2 threaded 10-32 unf Push / 1/8" 2.00" 2.00" 1.00" 130 D.A.
vertical and 2 Pull
horizontal thru holes
V-8-S-TG 2-position, 4-way, ports out bottom 2 threaded 10-32 unf Push / 1/8" 2.00" 2.00" 1.50" 130 D.A.
with fittings vertical and 2 Pull
horizontal thru holes
V-88 2-position, dual spool, 4-way 2 horizontal thru holes Push / 1/8" 3.50" 2.00" 1.00" 130 D.C. OR
Pull D.A.
V-88-S OBSOLETE, Replaced by V-88-S 2 threaded 10-32 unf Push / 1/8" 3.50" 2.00" 1.00" 130 D.C.OR
vertical and 2 Pull D.A.
horizontal thru holes
V-38 2-position, triple spool, 4-way 2 horizontal thru holes Push / 1/8" 1.50" 3.50" 2.00" 130 D.A.
Pull
VN-44 OBSOLETE, replaced by VX-4-N Bulkhead mount and Push / 1/4" 1.00" 4.50" 175" 150 D.A.
horizontal mounting Pull
holes
VX-4-N 3-position with neutral center position, Bulkhead mount and Push / 1/4" 1.00" 458" 1.50" 150 D.A.
single spool 4-way 1/4" exhaust ports horizontal mounting Pull

holes

Should you not find what you are looking for, contact us at (918) 622-5600
Visit www.apscopower.com for installation instructions and dimensional drawings
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