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Aluminum Tanks / Reservoirs and Accessories
Oil Level Gauge RL

Specification Data

Model Type

Type

One-float type RL/G1

Two-float type RL/G2

Single float side mounting RL/L

Control rod A upper float 2

A – Standard length 500 mm

A 1000 Optional length 1000 mm

_ _ _ _ Special length 100-1000 mm

Control rod B upper float 1

B – Standard length 400 mm

B 900 Optional length 900 mm

_ _ _ Special length 30-900 mm

Standard version –

Heavy duty version (turbulent fluids) R

Type of fastening

Flange Thread

F2 2 holes M4
T1 
T2

G 1 
G 1-1/4

F3 3 holes M4 T3 NTP 1-1/4

Wiring diagram lower float or with RL/G1

Simple-Reed S1
Closed contacts in 
absence of fluid

S1A
Open contacts in 
absence of fluid

Alternate-Reed S2 S2

Wiring diagram lower float or with RL/G1

Simple-Reed S1
Closed contacts in 
absence of fluid

S1A
Open contacts in 
absence of fluid

Alternate-Reed S2 S2

R L / G 2  -  R  -  F 3  -  S 2  -  S 1  -  A 6 5 0  -  B 2 8 0

Features
■■ Check fluid levels easily

■■ Easy to install

■■ Contamination resistant

■■ Available for vertical and horizontal mounting

Flange FasteningsWiring Diagrams

Simple-Reed Alternate-Reed
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Aluminum Tanks / Reservoirs and Accessories
Oil Level Gauge RL

Dimensional Data

Connection Rod and Float Section Series RL Oil Level Gauges 
- Dimensional Data

L A B

Fluid Level Cutting Level Rod 1,  
Lower Float

Cutting Level Rod 2,  
Upper Float 

in mm in mm in mm

4.72 120 4.57 116 4.57 116
5.51 140 5.39 137 5.39 137
6.30 160 6.22 158 6.22 158
7.09 180 7.05 179 7.05 179
7.87 200 7.87 200 7.87 200
8.66 220 8.70 221 8.70 221
9.45 240 9.53 242 9.53 242
10.24 260 10.35 263 10.35 263
11.02 280 11.18 284 11.18 284
11.81 300 12.01 305 12.01 305
12.60 320 12.83 326 12.83 326
13.39 340 13.66 347 13.66 347
14.17 360 14.49 368 14.49 368
14.96 380 15.31 389 15.31 389
15.75 400 16.14 410 16.14 410
16.54 420 16.97 431 16.97 431
17.32 440 17.80 452 17.80 452
18.11 460 18.62 473 18.62 473
18.90 480 19.45 494 19.45 494
19.69 500 20.28 515 20.28 515
20.47 520 20.12 511 21.10 536
21.26 540 20.94 532 21.93 557
22.05 560 21.77 553 22.76 578
22.83 580 22.60 574 23.58 599
23.62 600 23.43 595 24.41 620
24.41 620 24.25 616 25.24 641
25.20 640 25.08 637 26.06 662
25.98 660 25.91 658 26.89 683
26.77 680 26.73 679 27.72 704
27.56 700 27.56 700 28.54 725
28.35 720 28.39 721 29.37 746
29.13 740 29.21 742 30.20 767
29.92 760 30.04 763 31.02 788
30.71 780 30.87 784 31.85 809
31.50 800 31.69 805 32.68 830
32.28 820 32.52 826 33.50 851
33.07 840 33.35 847 34.33 872
33.86 860 34.17 868 — —
34.65 880 35.00 889 — —
35.43 900 35.83 910 — —

Dimensions of float (depending on fluid level)

H   = 2.4 in (60mm)   L   = 4.7 in (120mm) - 19.7 (500mm)
H   = 3.5 in (90mm)   L   = 19.7 in (501mm) - 39.4 (1000mm)
H1 = 2.8 in (70mm)   L1 = 19.7 (120mm) - 39.4 in (1000mm)  
H1 = 1.3 in (33mm)   L1 =   3.4 in (85mm)
H2 - greater than or equal to 3.5 in (90mm)


