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Aluminum Tanks / Reservoirs and Accessories
Screw-in Heating Rods

Specifications / Dimensional Data

Screw-in Heating Rods 
for Hydraulic Oil

Wiring Diagrams

Basic type

Screw-in thread
G 1-1/2

G 2

Immersion length in mm

G 1-1/2 400

G 2
650
950

Heating capacity in kW

G 1-1/2
0,37
1,0
0,8

G 2

0,74
1,6
2,0
1,08
2,3
3,0

Protection class

IP65

Connected load

230 WS 230 V AC

400 DS 400 V Three-phase AC

400 WS 400 V AC

G 2  -  6 5 0  -  0 7 4  -  2 3 0 W S  -  I P 6 5

Steel casing with angular screw joint

L1 N PE L1 L2 L3 PE

230 V WS 230/400 V DS

L1 L2 PE

400 V WS

Screw-in Heating Rods for Hydraulic Oil Specification Data

Immersion Length (L) Connected Load Heating Capacity Special Surface Strain Restrictions
Type in mm Voltage kW W/cm2

G 1-1/2 15.75 400
230 WS 400 DS — 0.4 0.7

230 WS 400 DS 400 WS
1.0 2.0
0.8 1.5

G 2 25.59 650 230 WS 400 DS 400 WS
0.7 0.7 0.7 W/cm2 for synthetic esters
1.6 1.5
2.0 2.0

G 2 37.40 950 230 WS 400 DS 400 WS
1.1 0.7 1.5 W/cm2 for mineral oils
2.3 1.5
3.0 2.0

Screw-In Heating Rods for Hydraulic Oil Dimensional Data

Hex Flats G L L1 L2 D D1 PG
Type in mm Thread in mm in mm in mm in mm in mm in mm

G 1-1/2 2.36 60 G 1-1/2 15.75 400 0.98 25 3.78 96 1.65 42 1.93 49 0.43 11
G 2 2.76 70 G 2 25.59/37.40 650/950 1.02 26 4.17 106 2.05 52 2.32 59 0.63 16

Note: 	 n  �These heaters are Rated Protection Class IP65. Certificates of conformity are available on request for CSA and UL listing. 
Please contact your Lovejoy Sales Representative for additional information.

Note: 	 n  �These heaters are Rated Protection Class IP65. Certificates of conformity are available on request for CSA and UL listing. 
Please contact your Lovejoy Sales Representative for additional information.


