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In-Tank Filters	
Disposable Filter Cartridge Type
Return Line Application	
Model “RTF” 500,750,1000, 1250
Specifications
• �Working pressure 150 PSI (10 bar)
• �Operating temperatures -22F  to +212 F (-32C to +100 C)
• �Flows to 46 GPM, (175 LPM)
• �Bypass 15 PSI (1 bar)
• �For use with petroleum based
• �aluminum casting

Options
• �NPT or SAE ports
• �10, 25 micron cellulose, synthetic elements
• �Dual port filter
• �Visual indicators

Dimensional Details
	 MODEL	 PORT    A	 PORT  X 	  	 B	 C	 D	 E	 PORT    F	 H	 I	 L	 N	 P	 WEIGHT
	 RTF-500	 1/2" NPT	 N/A	 IN	 2.5	 2.4	 0.6	 2.4	 1/2" NPT	 2.0	 1.1	 0.9	 0.3	 3.5	 2
				    MM	 64	 60	 15	 62	  	 51	 28	 24	 6.6	 90	  
	 RTF-750	 3/4" NPT	 N/A	 IN	 3.4	 3.0	 0.6	 3.2	 3/4" NPT	 2.7	 1.3	 1.0	 0.3	 4.5	 3.5
				    MM	 86	 75	 15	 81	  	 69	 34	 26	 8.2	 114	  
	 RTF-1000	 1" NPT	 N/A	 IN	 3.4	 4.1	 0.6	 3.2	 3/4" NPT	 2.7	 1.5	 1.3	 0.3	 4.5	 4
				    MM	 86	 104	 15	 81	  	 68	 37	 32	 8.4	 114	  
	 DUAL-RTF-1000	 1" NPT	 3/4" NPT	 IN	 3.4	 4.1	 0.6	 3.2	 3/4" NPT	 2.7	 1.5	 1.3	 0.3	 4.5	 4
				    MM	 86	 104	 15	 81	  	 68	 37	 32	 8.2	 114	
	 RTF-1250	 1 1/4" NPT	 N/A	 IN	 5.1	 8.5	 0.8	 4.8	 1 1/4" NPT	 3.5	 2.2	 1.7	 0.4	 6.9	 9
				    MM	 129	 215	 20	 122	  	 88	 56	 44	 10.5	 175	  
	 DUAL-RTF-1250	 1 1/4" NPT	 1 1/4" NPT	 IN	 5.1	 8.5	 0.8	 4.8	 1 1/4" NPT	 3.5	 2.2	 1.7	 0.4	 6.9	 9
				    MM	 129	 215	 20	 122	  	 88	 56	 44	 10.5	 175	

SAE PORTS AVAILABLE IN QUANITIES 25+

RTF - 500
RTF - 750
RTF - 1000 

RTF - 1250

RTF-500,  
750, 1000, 1250

DUAL RTF-1000, 
1250

LIT-1252

FPA-13 Filtration V.14.indd   19 10/10/12   9:23:46 PM



Phone: 937/277-9364   FAX: 937/277-6516   www.lenzinc.com 17a

FILTERS &
 STRAINERS

RTF — 500— 10 — P — T — CP-2

SERIES
RTF

DUAL-RTF

IND  PORTS
OMIT NONE
T  1/8" NPT

INDICATORS
MC-12
CP-2

Ordering Code

Replacement Elements

	 MODEL	 PORT SIZE
	 500	 1/2"  PORT
	 750	 3/4" PORT
	 1000	 1" PORT
	 1250	 11/4" PORT

Media
	 10	 10 MICRON Cellulose
	 25	 25 MICRON Cellulose
	 10SYN	 10 MICRON SYNTHETIC
	 25SYN	 25 MICRON SYNTHETIC

	 BYPASS
	 P	 (15 PSI)
	 *R	 (25 PSI)

Dual Port "X" available on RTF 1000, 1250 only

	 MODEL NUMBER	 MEDIA	 IN2	 CM2	 B(X)=2/20/75
	 LIT-502-10P	 10 MICRON CELLULOSE	 110	 710	 6µ/8µ/13µ
	 LIT-502-25P	 25 MICRON CELLULOSE	 110	 710	 24µ/35µ/43µ
	 LIT-502-10SYN	 10 MICRON SYNTHETIC	 78	 500	 3µ/5.5µ/12µ
	 LIT-502-25SYN	 25 MICRON SYNTHETIC	 78	 500	 7µ/16µ/23µ
	 TIE-752-10P	 10 MICRON CELLULOSE	 190	 1225	 6µ/8µ/13µ
	 TIE-752-25P	 25 MICRON CELLULOSE	 190	 1225	 24µ/35µ/43µ
	 TIE-752-10SYN	 10 MICRON SYNTHETIC	 136	 875	 3µ/5.5µ/12µ
	 TIE-752-25SYN	 25 MICRON SYNTHETIC	 136	 875	 7µ/16µ/23µ
	 LIT-752-10P	 10 MICRON CELLULOSE	 380	 2450	 6µ/8µ/13µ
	 LIT-752-25P	 25 MICRON CELLULOSE	 380	 2450	 24µ/35µ/43µ
	 LIT-752-10SYN	 10 MICRON SYNTHETIC	 271	 1750	 3µ/5.5µ/12µ
	 LIT-752-25SYN	 25 MICRON SYNTHETIC	 271	 1750	 7µ/16µ/23µ
	 LIT-1252-10P	 10 MICRON CELLULOSE	 1120	 7220	 6µ/8µ/13µ
	 LIT-1252-25P	 25 MICRON CELLULOSE	 1120	 7220	 24µ/35µ/43µ
	 LIT-1252-10SYN	 10 MICRON SYNTHETIC	 1120	 7220	 3µ/5.5µ/12µ
	 LIT-1252-10WR	 10 MICRON WATER ABSORPTION	 452	 2916	 10µ/18µ
	 LIT-1252-100M	 100 MESH  SS WIRE MESH	 310	 1991	 140µ
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RTF - 500, 750

8 16 24 32
LPM (30) (60) (90) (120)

GPM

RTF - 1000
Dual-RTF - 1000

13 26 40 53
LPM (50) (100) (150) (200)

GPM

RTF - 1250
Dual-RTF - 1250

21 42 63 85
LPM (80) (160) (240) (320)

A 10 Micron B 25 Micron C 10 Micron Synthetic D 25 Micron Synthetic
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For indicator gauge specifications see page 28a

*RTF-1250 Only

LIT-752 elements fit RTF-1000 Filters 
LIT-1252 elements fit RTF-1250 Filters
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