
LITB In-Tank Filter / Breather
LITB-20, 40
Specifications
• Working pressure 150 P.S.I. (7 Bar ) 
• Operating Temperatures -22° F to +212° F (-32° C to +100° C) 
• Flows to 40 GPM (150 LPM) Return  
• 1/2", 3/4", 1" Ports  
• 10 or 40 micron breathers 
• Aluminum casting, nylon lid 
• Buna Seals 
�• For use with petroleum based, high water glycols and water/oil emulsions fluids 
• Three nylon bowl lengths 
• 3-10 (lbs.) , 1.4 - 4.5 (kgs.) shipping weight 
• 25 P.S.I.D. bypass for return

Options
• NPT or SAE Ports 
• 6, 10, 25 micron cellulose, synthetic elements 
• Visual indicators 
• Dipsticks available

Dimensional Details

Breather

	 MODEL	 	 	 	 	 	 	 	 	 	 	 	 	 	 	 	 	 	 WEIGHT	
	 NUMBER	 D1	 	 D2	 D3	 D4	 D5	 D6	 D7	 D8	 H1	 H2	 H3	 H4	 H5	 E1	 E2	 E3	 LB/KG
	 LITB 20	 1/2", 3/4"	 IN	 2.3-2.5	 1.1	 3	 0.4	 3.2	 3.5	 3	 8	 7	 1.6	 0.9	 0.6	 2	 2.8	  	 0.85 
			   MM	 60-63	 28	 75	 11	 82	 88	 77	 202	 178	 41	 24	 16	 50	 70	  	 0.4
	 LITB 40	 3/4", 1"	 IN	 3.4-3.6	 1.4	 4.1	 0.4	 4.3	 4.5	  	 5.5	 4.3	 2.4	 1.2	 0.9	 2.8	 3.3	 4.1	 4.5 
			   MM	 87-91	 36	 104	 11	 110	 115	  	 140	 110	 60	 30	 22	 70	 83	 103	 2
	 LITB 40	 3/4", 1"	 IN	 3.4-3.6	 1.4	 4.1	 0.4	 4.3	 4.5	  	 8.1	 6.9	 2.4	 1.2	 0.9	 2.8	 3.3	 4.1	 4.5 
			   MM	 87-91	 36	 104	 11	 110	 115	   	 205	 175	 60	 30	 22	 70	 83	 103	 2
	 LITB 40	 3/4", 1"	 IN	 3.4-3.6	 1.4	 4.1	 0.4	 4.3	 4.5	  	 12	 10.8	 2.4	 1.2	 0.9	 2.8	 3.3	 4.1	 4.5 
			   MM	 87-91	 36	 104	 11	 110	 115	   	 305	 275	 60	 30	 22	 70	 83	 103	 2

LITB-20 — 500 — 10 — 40 — D — T — MC-20

	 SERIES
	 LITB 20
	 LITBA 20

Ordering Code

	 	 AREA	 AREA 	
	 ELEMENT	 MEDIA	 IN	 CM	 BETA	 RATIO
	 LITE20-10P	 10 MIC. CELLULOSE	 135	 870	 B10	 2       
	 LITE20-10SYN	 10 MIC. SYNTHETIC	 110	 710	 B10	 75
	 LITE20-6SYN	 6 MIC. SYNTHETIC	 110	 710	 B6	 75

LITB-20 Series LITB-40 Series

NOTE: Indicators Page 28a

Return Line

Optional Dipstick
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	 	 AREA	 AREA 	
	 ELEMENT	 MEDIA	 IN	 CM	 BETA	 RATIO
	 LITE20-25P	 25 MIC. CELLULOSE	 110	 710	 B25	 75
	 LITE20-25SYN	 25 MIC. SYNTHETIC	 135	 870	 B25	 2

Replacement Elements
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LITB-20, 40 Series
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Gauge 
Indicator 

PORT SIZE
	 500	 1/2"
	 750	 3/4"

 MEDIA
	 10	 10 MICRON CELLULOSE
	 10 SYN	 10 MICRON SYNTHETIC
	 6SYN	 6 MICRON SYNTHETIC
	 25	 25 MICRON CELLULOSE
	 25SYN	 25 MICRON SYNTHETIC

	 OPTIONS
	 D	 DIPSTICK
		  OMIT

  	 BREATHER
	 10	 10 MICRON
	 40	 40 MICRON

IND. PORTS
	 OMIT	 NONE
	 T	 1/8 NPT  
		  RETURN

INDICATING 
GAUGES

	 ( T )	 MC-20
	 ( T )	 CP-2
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 LITB 40 BOWL LENGTH 3
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LITE-403-6SYN

LITE-403-25P
LITE-403-10P

LITE-403-25SYN
LITE-403-10SYN

	 	 AREA	 AREA	 	
	 ELEMENT	 MEDIA	 IN	 CM	 BETA	 RATIO
	 LITE401-10P	 10 MICRON CELLULOSE	 146	 940	 B10	 2
	 LITE401-10SYN	 10 MICRON SYNTHETIC	 104	 670	 B10	 75
	 LITE401-6SYN	 6 MICRON SYNTHETIC	 104	 670	 B6	 75
	 LITE401-25P	 25 MICRON CELLULOSE	 146	 940	 B25	 75
	 LITE401-25SYN	 25 MICRON SYNTHETIC	 104	 670	 B25	 2
	 LITE402-10P	 10 MICRON CELLULOSE	 233	 1500	 B10	 2
	 LITE402-10SYN	 10 MICRON SYNTHETIC	 158	 1020	 B10	 75
	 LITE402-6SYN	 6 MICRON SYNTHETIC	 158	 1020	 B6	 75
	 LITE402-25P	 25 MICRON CELLULOSE	 233	 1500	 B25	 75
	 LITE402-25SYN	 25 MICRON SYNTHETIC	 158	 1020	 B25	 2
	 LITE403-10P	 10 MICRON CELLULOSE	 287	 1850	 B10	 2
	 LITE403-10SYN	 10 MICRON SYNTHETIC	 259	 1670	 B10	 75
	 LITE403-6SYN	 6 MICRON SYNTHETIC	 259	 1670	 B6	 75
	 LITE403-25P 	 25 MICRON CELLULOSE	 287	 1850	 B25	 75
	 LITE403-25SYN	 25 MICRON SYNTHETIC	 259	 1670	 B25	 2

LITB 40 - 1 - 750 - 10 - 40 - D - T - MC-20

MEDIA
	 10	 10 MIC. CELLULOSE
	10 SYN	 10 MIC. SYNTHETIC
	 6 SYN	   6 MIC. SYNTHETIC
	 25	 25 MIC. CELLULOSE
	25 SYN	 25 MIC. SYNTHETIC

PORT SIZE
	 750	 3/4" 
	 1000	 1" 

SERIES
	 LITB 40	 NPT
	LITBA 40	 SAE

BOWL LENGTH
 1	 4.3"  LONG
 2	 6.9"  LONG
 3	 10.8"  LONG

  	 BREATHER
	10	     10 MICRON
	40     40 MICRON

Ordering Code

	 OPTIONS
	D	 DIPSTICK
		  OMIT

Replacement Elements
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FILTERS &
 STRAINERS

Temperature 100°F Viscosity 150SSU
Average Pressure drop through clean assembly with 150 SUS oil at 100F

Visit our Website for  
installation, instructions  
and technical bulletins

NOTE:  
Indicators Page 28a

INDICATING 
GAUGES

	 ( T )	 MC-20
	 ( T )	 CP-2
	 ( T )	 GLY-MC-20
		  OMIT

IND. PORTS
	 OMIT	 NONE
	 T	 1/8 NPT  
		  RETURN
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