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In-Tank Filters	
Low Profile Filter Cartridge Type
Return Line Application	
Model “TIF” 500, 750, 1000, 1250
Specifications
• Working pressure 150 PSI (10 bar)
• �Aluminum die cast housing and lid
• Flows to 40 GPM (150 LPM)
• Bypass 15 PSI (1 BAR) 
• Elements replaceable through cover
• �Suitable for petroleum based fluids
• �Max temp 180° F (80 deg C)
• Buna Seals
• 1/2, 3/4, 1, 11/4 Port sizes

Options
• �NPT or SAE ports
• �10, 25 micron cellulose, synthetic elements
• �Visual indicators

Dimensional Details
	 MODEL	 PORT	  	 B	 C	 D	 E	 F	 G	 H	 P	 COVER	 WEIGHT

	 TIF-500	 1/2" NPT	 IN	 3.1	 2.8	 0.9	 0.3	 1.3	 .27	 1.9	 3.9		  2

		  3/4" - 16 SAE	 MM	 80	 71	 23	 7	 34	 7	 48	 100	 M6	 0.9

	 TIF-750	 3/4" NPT	 IN	 4.1	 2.7	 0.9	 0.4	 1.9	 0.4	 2.3	 5.0		  3

		  1 1/6" - 12 SAE	 MM	 105	 68	 24	 9	 48	 10	 58	 126	 M6	 1.4

	 TIF-1000	 1" NPT	 IN	 4.1	 4.3	 0.9	 0.4	 2.2	 0.4	 2.3	 5.0		  3.5

		  1 5/16" - 12 SAE	 MM	 105	 110	 24	 9	 55	 10	 58	 126	 M6	 1.6

	 TIF-1250	 1 1/4" NPT	 IN	 6.1	 7.5	 1.4	 0.4	 2.4	 0.6	 3.3	 6.9		  6.6

		  1 5/8" - 12 SAE	 MM	 156	 190	 35	 9	 62	 14	 83	 175	 M6	 3

SAE PORTS AVAILABLE IN QUANITIES 25+

TIF - 500
TIF - 750
TIF - 1000

TIF - 1250
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FILTERS &
 STRAINERS

TIF — 500— 10 — P — T — MC-12

SERIES
TIF

IND  PORTS
OMIT NONE
T  1/8" NPT

INDICATORS
MC-12
CP-2

Ordering Code

Replacement Elements

	 MODEL	 PORT SIZE
	 500	 1/2"  PORT
	 750	 3/4" PORT
	 1000	 1" PORT
	 1250	 1 1/4" PORT

Media
	 10	 10 MICRON Cellulose
	 25	 25 MICRON Cellulose
	 10SYN	 10 MICRON SYNTHETIC
	 25SYN	 25 MICRON SYNTHETIC

	 BYPASS
	 P	 (15 PSI)

if your application requires an indicator then 
you need to select indicator port location
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A 10 Micron B 25 Micron C 10 Micron Synthetic D 25 Micron Synthetic

	 MODEL NUMBER	 MEDIA	 IN2	 CM2	 B(X)=2/20/75
	 LIT-502-10P	 10 MICRON CELLULOSE	 110	 710	 6µ/8µ/13µ
	 LIT-502-25P	 25 MICRON CELLULOSE	 110	 710	 24µ/35µ/43µ
	 LIT-502-10SYN	 10 MICRON SYNTHETIC	 78	 500	 3µ/5.5µ/12µ
	 LIT-502-25SYN	 25 MICRON SYNTHETIC	 78	 500	 7µ/16µ/23µ
	 TIE-752-10P	 10 MICRON CELLULOSE	 190	 1225	 6µ/8µ/13µ
	 TIE-752-25P	 25 MICRON CELLULOSE	 190	 1225	 24µ/35µ/43µ
	 TIE-752-10SYN	 10 MICRON SYNTHETIC	 135	 875	 3µ/5.5µ/12µ
	 TIE-750-25SYN	 25 MICRON SYNTHETIC	 135	 875	 7µ/16µ/23µ
	 LIT-752-10P	 10 MICRON CELLULOSE	 380	 2450	 6µ/8µ/13µ
	 LIT-752-25P	 25 MICRON CELLULOSE	 380	 2450	 24µ/35µ/43µ
	 LIT-752-10SYN	 10 MICRON SYNTHETIC	 271	 1750	 3µ/5.5µ/12µ
	 LIT-752-25SYN	 25 MICRON SYNTHETIC	 271	 1750	 7µ/16µ/23µ
	 TIE-1252-10P	 10 MICRON CELLULOSE	 949	 6120	 6µ/8µ/13µ
	 TIE-1252-25P	 25 MICRON CELLULOSE	 949	 6120	 24µ/35µ/43µ
	 TIE-1252-10SYN	 10 MICRON SYNTHETIC	 667	 4300	 3µ/5.5µ/12µ
	 TIE-1252-25SYN	 25 MICRON SYNTHETIC	 667	 4300	 7µ/16µ/23µ

For indicator gauge specifications see page 28a

LIT-752 elements fit TIF-1000 Series Filters 
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