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ACCESSORIES

Tank Mounted Strainers

Features
Tank mounted strainers offer easy 
installation. Access to reservoir interior 
is not needed. You can mount these 
units through a sidewall or through the 
tank top and into a standpipe.

Donaldson Description Relief Valve Wire Dim. A Dim. B Dim. C Dim. D Dim. E Screen Area Max. Flow
Part No. Setting Mesh Size  Dimensions (in./mm) (sq. in./sq. cm) (gpm/lpm)
P562270 TM-3-100 n/a 100 3/4" NPT 1/2" NPT 4/102 0.97/25 0.87/22 29/187 3/11

P562274 TM-5-100 n/a 100 1" NPT 1/2" NPT 5.34/136 1.06/27 1.17/30 35/226 5/19

P562275 TM-5-100-RV5 5 psid/0.35 bar 100 1" NPT 1/2" NPT 5.34/136 1.06/27 1.17/30 35/226 5/19

P562256 TM-10-100 n/a 100 1-1/4" NPT 3/4" NPT 8.17/208 1.2/30 1.36/35 64/413 10/38

P562257 TM-10-100-RV5 5 psid/0.35 bar 100 1-1/4" NPT 3/4" NPT 8.17/208 1.2/30 1.36/35 64/413 10/38

P562259 TM-10-60-RV5 5 psid/0.35 bar  60 1-1/4" NPT 3/4" NPT 8.17/208 1.2/30 1.36/35 64/413 10/38

P562260 TM-15-100 n/a 100 1-1/2 NPT 1" NPT 8.2/208 1.22/31 1.66/42 86/555 15/56

P562264 TM-15-100-RV5 5 psid/0.35 bar 100 1-1/2 NPT 1" NPT 8.2/208 1.22/31 1.66/42 86/555 15/56

P562266 TM-25-100 n/a 100 2" NPT 1-1/4" NPT 9.04/230 1.35/34 2.12/54 125/806 25/94

P562267 TM-25-100-RV5 5 psid/0.35 bar 100 2" NPT 1-1/4" NPT 9.04/230 1.35/34 2.12/54 125/806 25/94

P562269 TM-25-200-RV5 5 psid/0.35 bar 200 2" NPT 1-1/4" NPT 9.04/230 1.35/34 2.12/54 125/806 25/94

P562271 TM-50-100 n/a 100 3" NPT 2" NPT 9.7/246 1.7/43 3/76 260/1677 50/188

P562272 TM-50-100-RV3 3 psid/0.2 bar 100 3" NPT 2" NPT 9.7/246 1.7/43 3/76 260/1677 50/188

P562273 TM-50-100-RV5 5 psid/0.35 bar 100 3" NPT 2" NPT 9.7/246 1.7/43 3/76 260/1677 50/188

P563306 TM-100-100 n/a 100 4" NPT 3" NPT 11.3/287 1.8/46 4/102 315/2032 100/376

P562255 TM-100-100-RV5 5 psid/0.35 bar 100 4" NPT 3" NPT 11.3/287 1.8/46 4/102 315/2032 100/376

P562253 STM-5-100 n/a 100 1-5/16" -- 12 UN 3/4" -- 16 UN 5.34/136 1.06/27 1.17/30 35/226 5/19

P562254 STM-5-100-RV5 5 psid/0.35 bar 100 1-5/16" -- 12 UN 3/4" -- 16 UN 5.34/136 1.06/27 1.17/30 35/226 5/19

P562247 STM-10-100 n/a 100 1-5/8" -- 12 UN 1-1/16" -- 12 UN 8.17/208 1.2/30 1.36/35 64/413 10/38

P562248 STM-10-100-RV5 5 psid/0.35 bar 100 1-5/8" -- 12 UN 1-1/16" -- 12 UN 8.17/208 1.2/30 1.36/35 64/413 10/38

P562249 STM-15-100 n/a 100 1-7/8" -- 12 UN 1-5/16" -- 12 UN 8.2/208 1.22/31 1.66/42 86/555 15/56

P562250 STM-15-100-RV5 5 psid/0.35 bar 100 1-7/8" -- 12 UN 1-5/16" -- 12 UN 8.2/208 1.22/31 1.66/42 86/555 15/56

P562251 STM-25-100 n/a 100 2-1/2" -- 12 UN 1-5/8" -- 12 UN 9.04/230 1.35/34 2.12/54 125/806 25/94

P562252 STM-25-100-RV5 5 psid/0.35 bar 100 2-1/2" -- 12 UN 1-5/8" -- 12 UN 9.04/230 1.35/34 2.12/54 125/806 25/94

Reservoir Accessories
Strainers

Flow Range: 0-100 gpm / 0-380 lpm

Outlet Port Size: 3/8" NPT to 1¼" NPT  
or SAE-8 to SAE-20

 • 140 Micron Stainless Steel Mesh
 • Steel SAE bushing
 • Cast iron NPT bushing
 • Operating temperatures to 250ºF / 121ºC
 • Relief valve available


