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WF, WFA Weld Flanges
• Forged steel construction (AISI 1018-AISI 1020)
• Phosphate finish makes them suitable for welding
• Flanged pilot design makes for easy installation
• -4 to -48 SAE O-Ring port ensures leak proof protection
• 1/8" -3" NPT threads available 
• WF-SS-* or WFA-SS-* 304 stainless steel 

	 SAE	 SAE	 NPT	 NPT	 	  	 	 	 	 	
	 MODEL	 PORT	 MODEL	 PORT	 	 A	 B	 C	 D	 E
	 	 	 WF-2N	 1/8"	 IN	 1	 0.59	 0.55	 0.29	 .59 
					     MM	 25.4	 15.00	 14.00	 7.50	 15.00
	 WFA-4	 7/16"–20	 WF-4N	 1/4"	 IN	 1.5	 0.93	 0.56	 0.31	 1 
					     MM	 38.10	 23.62	 14.22	 7.87	 25.40
	 WFA-5	 1/2"–20			   IN	 1.5	 0.93	 0.56	 0.31	 1 
					     MM	 38.10	 23.62	 14.22	 7.87	 25.40
	 WFA-6	 9/16"–18	 WF-6N	 3/8"	 IN	 1.5	 0.93	 0.56	 0.31	 1 
					     MM	 38.10	 23.62	 14.22	 7.87	 25.40
	 WFA-8	 3/4"–16	 WF-8N 	 1/2"	 IN	 1.5	 0.93	 0.56	 0.31	 1 
					     MM	 38.10	 23.62	 14.22	 7.87	 25.40
	 WFA-10	 7/8"–14			   IN	 2.13	 1.38	 0.69	 0.44	 1.44 
					     MM	 54.10	 35.05	 17.53	 11.18	 36.58
	 WFA-12	 11/16"–12	 WF-12N	 3/4"	 IN	 2.13	 1.38	 0.69	 0.44	 1.44 
					     MM	 54.10	 35.05	 17.53	 11.18	 36.58
	 WFA-14	 13/16"–12			   IN	 2.38	 1.66	 0.75	 0.5	 1.75 
					     MM	 60.45	 42.16	 19.05	 12.70	 44.45
	 WFA-16	 15/16"–12	 WF-16N	 1"	 IN	 2.38	 1.66	 0.75	 0.5	 1.75 
					     MM	 60.45	 42.16	 19.05	 12.70	 44.45
	 WFA-20	 15/8"–12	 WF-20N	 11/4"	 IN	 2.69	 2	 0.75	 0.5	 2.13 
					     MM	 68.33	 50.80	 19.05	 12.70	 54.10
	 WFA-24	 17/8"–12	 WF-24N	 11/2"	 IN	 3	 2.25	 0.75	 0.5	 2.38 
					     MM	 76.20	 57.15	 19.05	 12.70	 60.45
	 WFA-32	 21/2"–12	 WF-32N	 2"	 IN	 3.5	 2.63	 0.86	 0.6	 2.88 
					     MM	 88.90	 66.80	 21.84	 15.24	 73.15
	 	 	 WF-40N	 21/2"	 IN	 4.63	 3.66	 1	 0.81	 3.94 
					     MM	 117.60	 92.96	 25.40	 20.57	 100.08
	 WFA-48	 33/8"–12	 WF-48N	 3"	 IN	 4.63	 3.66	 1	 0.81	 3.94 
					     MM	 117.60	 92.96	 25.40	 20.57	 100.08

O-Ring Boss Port
Per SAE J 1926 / 1

O-Ring Boss Port
Per SAE J 1926 / 1
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		  Material
	 OMIT	 STEEL
	 SS	 STAINLESS STEEL

	 thread
	 OMIT	 SAE
	 N	 NPT

Series
	 WFA	 SAE
	 WF	 NPT

Mounting Details:  
Mount through sidewall or through tank top and into standpipe.

Weld Flange
(page 35-37a)

* SAE threads only

WFA-32
LTMA-25

1/8" NPT & 2-1/2" NPT are  
special order in stainless steel
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