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AN-WM Weld Adapter
•	Mild Steel
•	Black Phosphate Finish
•	Ideal for installing 49 series sump strainers page 29a  

	 PART	NO.	 PORT	SIZE	 PORT	THREAD	 NPT	THREAD	 	 A	 B	 C	 D	 E
 
AN-WM-12-12 -12 1-1/16-12 UN 2B 3/4”

 IN 0.83 1.63 2.13 1.13 0.25 
     MM 21.08 41.4 54.1 28.7 6.35
 
AN-WM-14-14 -14 1-3/16-12 UN 2B 3/4”

 IN 0.83 1.75 2.13 1.13 0.25 
     MM 21.08 44.45 54.1 28.7 6.35
 
AN-WM-16-16 -16 1-5/16-12 UN 2B 1”

 IN 1.00 1.88 2.38 1.13 0.25 
     MM 25.4 47.75 60.45 28.7 6.35
 
AN-WM-20-20 -20 1-5/8-12 UN 2B 1 1/4”

 IN 1.38 2.25 2.38 1.12 0.36 
     MM 35.05 57.15 60.45 28.45 9.14

 AN-WM-24-24 -24 1-7/8-12 UN 2B 1 1/2”
 IN 1.81 2.50 2.50 1.25 0.36 

     MM 46.0 63.5 63.5 31.75 9.14

 AN-WM-32-32 -32 2-1/2-12 UN 2B 2”
 IN 2.00 3.00 2.50 1.21 0.36 

     MM 50.8 76.2 63.5 30.73 9.14
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STANDARD HEIGHT MOUNT LOW-PROFILE MOUNT OPTION
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 PART	NO.	 	 Standard	Mount	 	 Low	Profile	
	 	 	 Height	Hole	 Tolerance	 Mount	Hole	 Tolerance	
	 	 	 Diameter	 	 Diameter	 	
 AN-WM-12-12 IN 1.130 +0.030 / -0.000 1.500 +0.030 / -0.000 
  MM 28.7 +0.762 / -0.000 38.1 +0.762 / -0.000
 
AN-WM-14-14

 IN 1.130 +0.030 / -0.000 1.625 +0.030 / -0.000 
  MM 28.7 +0.762 / -0.000 41.3 +0.762 / -0.000
 
AN-WM-16-16

 IN 1.380 +0.045 / -0.000 1.750 +0.030 / -0.000 
  MM 35.05 +1.143 / -0.000 44.45 +0.762 / -0.000
 
AN-WM-20-20

 IN 1.880 +0.045 / -0.000 2.125 +0.030 / -0.000 
  MM 47.75 +1.143 / -0.000 54.0 +0.762 / -0.000
 
AN-WM-24-24

 IN 2.000 +0.080 / -0.000 2.375 +0.030 / -0.000 
  MM 50.8 +2.032 / -0.000 60.32 +0.762 / -0.000
 
AN-WM-32-32

 IN 2.380 +0.080 / -0.000 2.875 +0.030 / -0.000 
  MM 60.45 +2.032 / -0.000 73.0 +0.762 / -0.000

Dimensional Details

Hole Size Requirements
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