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Dimensional Details

Dimensional Details

AN-WB Weld Adapters
FEMALE SAE “O-RING” T0 female NPT
LENZ “AN-WB” Weld Adapters are a female SAE “O-Ring” connection on top or 
side of tank, and the female NPT connection on the inside of the tank, to save time 
and labor when installing strainers or accessories for a leak-free installation.  
Mild steel, phosphate finish.

	 MODEL	 FEMALE	 FEMALE	 L	 X 	 D	
	 NUMBER	 SAE	 PIPE	 +.03	 PILOT DIA.	 DIA.
	 AN-WB-6-6	 9⁄16"-18	 3⁄8"	 1.41	 .808	 1.00
	 AN-WB-8-8	 3⁄4"-16	 1⁄2"	 1.72	 .995	 1.125
	 AN-WB-12-12	 11⁄16"-12	 3⁄4"	 1.98	 1.275	 1.50
	 AN-WB-16-16	 15⁄16"-12	 1"	 2.17	 1.495	 1.75
	 AN-WB-20-20	 15⁄8"-12	 11⁄4"	 2.25	 1.870	 2.125
	 AN-WB-24-24	 17⁄8"-12	 11⁄2"	 2.26	 2.125	 2.375
	 AN-WB-32-32	 21⁄2"-12	 2"	 2.41	 3.00	 3.25

LW-BA Weld Adapters
FEMALE SAE “O-RING” WELD Adapter
LENZ “LW-BA” Weld Adapters are a female SAE O-ring connector for Lenz SAE male 
straight thread fittings or any other Lenz hydraulic component with a male SAE 
straight thread, making for a leak-free installation. Mild steel, phosphate finish.

	 MODEL 	 STAINLESS	 FEMALE	 	 	 	 	
	 NUMBER	 STEEL	 SAE	 A	 B	 C	 D	 E
	 LWBA-6	 LWBA-6-SS	 9/16"-18	 1.00	 0.50	 1.00	 0.25	 0.88
	 LWBA-8	 LWBA-8-SS	 3/4"-16	 1.25	 0.69	 1.06	 0.25	 1.13
	 LWBA-10	 LWBA-10-SS	 7/8"-14	 1.38	 0.81	 1.06	 0.25	 1.25
	 LWBA-12	 LWBA-12-SS	 11/16"-12	 1.50	 0.98	 1.28	 0.25	 1.38
	 LWBA-14	 LWBA-14-SS	 13/16"-12	 1.63	 1.10	 1.25	 0.25	 1.50
	 LWBA-16	 LWBA-16-SS	 15/16"-12	 1.75	 1.23	 1.28	 0.25	 1.63
	 LWBA-20	 LWBA-20-SS	 15/8"-12	 2.25	 1.54	 1.28	 0.25	 2.13
	 LWBA-24	 LWBA-24-SS	 17/8"-12	 2.75	 1.79	 1.28	 0.25	 2.50
 	 LWBA-32	 LWBA-32-SS	 21/2"-12	 3.25	 2.41	 1.50	 0.25	 3.00
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