
	 MODEL	 MICRON	 BYPASS	 AVG	 Area	 AREA	 ELEMENT	
	 NUMBER	 RATING	 	 BETA	 In2	 CM2	 THREAD
	 CP-1000	 10	 NONE	 2	 126	 818	 3/4"-16 UNF
	 CP-1018	 10	 18	 2	 113	 733	 3/4"-16 UNF
	 CP-1025	 10	 25	 2	 113	 733	 3/4"-16 UNF
	 CP-2510	 25	 10	 2	 129	 838	 3/4"-16 UNF
	 CP-2525	 25	 25	 2	 129	 838	 3/4"-16 UNF
	 CP-4000	 40	 NONE	 2	 126	 838	 3/4"-16 UNF
	 CP-4018	 40	 18	 2	 126	 818	 3/4"-16 UNF

	 Model	 PORT	 	 A	 B	 C	 D	 E	 F	 G
	
CP-250

	 1/4" NPT	 IN	 4.5	 3.1	 1.13	 0.6	 1.60	 0.4	 1.5 
			   MM	 114.3	 78.7	 28.7	 14.2	 41.7	 10.2	 38.1
	
CP-380

	 3/8" NPT	 IN	 4.5	 3.1	 1.13	 0.6	 1.60	 0.4	 1.5 
			   MM	 114.3	 78.7	 28.7	 14.2	 39.1	 10.2	 38.1
	
CPA-380

	 9/16"-18 SAE	 IN	 4.5	 3.1	 1.13	 0.6	 1.60	 0.4	 1.5 
			   MM	 114.3	 78.9	 28.7	 14.2	 39.1	 10.2	 38.1

Dimensional Details

SERIES
	CP	 NPT
	CPA	 SAE

SIZE
250
380

ELEMENTS
	 1000	 10 MIC. NO BYPASS
	 1018	 10 MIC. 18 P.S.I. BYPASS
	 1025	 10 MIC. 25 P.S.I. BYPASS
	 2510	 25 MIC. 10 P.S.I. BYPASS
	 2525	 25 MIC. 25 P.S.I. BYPASS
	 4000	 40 MIC. NO BYPASS
	 4018	 40 MIC. 18 P.S.I. BYPASS

INDICATOR PORTS
	 OMIT	 NONE
	 T	 1/8 NPT RETURN
	 S	 1/8 NPT SUCTION
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For Indicators See Page 28a
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FILTERS &
 STRAINERS

Canister Filter
Return Line Applications
CP-250/380, CPA-380
Specifications
• Working pressure 200 P.S.I. (14 Bar) 80 PSI ∆P w/o bypass 
• Operating Temperatures -25° F to +212° F (-32° C to +100° C) 
• Flows to 7 GPM (26 LPM) Return 
• Flows to 2 GPM (7 LPM) Suction 
• Die Cast Aluminum casting 
• Buna Seals 
• For use with petroleum based fluids 
• Maximum pressure differential 80 P.S.I. (5 Bar) 
• Bypass in filter elements 
• .90 lbs shipping weight

Options
• NPT or SAE ports 
• Indicator ports 
• 10, 25, 40 micron elements  
• 0, 18, 25 P.S.I.D. Bypass options

Filter Elements

Average Pressure drop through clean assembly with 150 SUS oil at 100F
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