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Should you not find what you are looking for, contact us at (918) 622-5600
Visit www.apscopower.com for installation instructions and dimensional drawings

EC-PTO

Cylinder # Manufacturer Application

C-3805-DM Parker (Commercial) C101/102

 Permco DM640/DMD25

Muncie E/E2XL

DUMP-PUMP METERING

C-3805-DM Cylinder # Manufacturer Application

C-3505-DM Parker (Commercial) C101/102

 Permco DM640/DMD25

Muncie E/E2XL

C-3508-DM Parker (Commercial) G101/102

Muncie S2

C-3503-DM Permco DM300, DM400

C-2529 Williams Series 4 (3 Bolts)

C-2533 Williams Series 6, 7, 8 (4 Bolts)

DUMP-PUMP NON-METERING

DUMP PUMP ACTUATORS

HOT SHIFT PTO OPTION

Paired with APSCO’s AV-295 valve the EC-PTO converts 
the pneumatic PTO output to an electric signal.

The EC-PTO kit allows for fully integrated hoist/PTO 
control for hot shift PTO’s.  

Hot Shift PTO’s can now be automatically “kicked out” 
when hoists are lowered using the APSCO EC-PTO kit

AV-295 PTO & 
HOIST CONTROL 

1/4” DOT TUBING

EC-PTO

16 GAUGE WIRE HOT SHIFT PTO


