7

Daman’

Custom
Products

Mounting Bracket Riser Blocks
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Material mild steel ﬂ‘
H THD THRU~
Weldable e uncoated —
(2) PLCS
Part No. A B C D E F G H THD Part No. A B C D E F G H THD g
185-250RU | 063 | 050 | 2.50 | 025 | 0.25 | 2.25 0.250-20 UNC-2B | [ 185-600RU | 1.25 | 1.00 | 6.00 | 0.56 | 0.56 | 5.44 0.500-T3UNC-2B | |
185-250RM | [16.0] | [12.7] | [63.5] | [6.4] | [64] | [57.2] | M6 x 11S0 6H 185-600RM | [318] | [26.4] |[1524]| [14.2] | [14.2] |[138.1]] ~ [WMH2x1751S06H]| |g
185-300RU | 0.75 | 0.63 | 3.00 | 0.31 | 0.31 | 2.69 0.312-18 UNC-2B || 185-700RU | 125 | 1.00 | 7.00 | 0.56 | 0.69 | 6.31 0.500-13 UNC-2B | |.Q
185-300RM | [19.11 | [16.0] | [76.2] | [7.9] | [7.9] | [68.3] | — M8 x 1.25 ISO 6H 185-700RM | [31.8] | [25.4] |[177.8]| [14.2] | [17.5] [[160.3]] ~ [M12x 1.751SO 6H (3
185-350RU | 0.75 | 0.63 | 3.50 | 0.31 | 0.56 | 2.94 0.312-18 UNC-2B || 185-800RU | 125 | 1.00 | 8.00 | 0.56 | 1.19 | 6.81 0.500-13 UNC-2B
185-350RM | [19.11 | [16.0] | [88.9] | [7.9] | [14.2] | [746] | ~ [ M8x1.25ISO6H || 185-800RM | [31.8] | [25.4] |[203.2]| [14.2] | [30.2] |[173.0]] ~ [M12x 1.751SO 6H
185-400RU | 0.75 | 0.63 | 4.00 | 0.31 | 0.31 | 3.69 0.312-18 UNC-2B || 185-900RU | 125 | 1.00 | 9.00 | 0.56 | 0.69 | 8.31 | 4.50 | 0.500-13 UNC-2B
185-400RM | [19.11 | [16.0] [[101.6]| [7.9] | [7.9] | [93.71| ~ [ M8x1.25ISO6H || 185-900RM | [31.8] | [25.4] |[228.6]| [14.2] | [17.5] |[211.1]|[114.3] [M12 x 1.75 ISO 6H
185-500RU | 1.00 | 0.75 | 5.00 | 0.44 | 0.44 | 4.56 0.375-16 UNC-2B o - ) ) )
- Specifications, descriptions, and dimensional data are subject to
185-500RM | 12541 | 119.1] [[127.01] [11.2] | (11.2] | [115.9] M10 x 1.5 1SO 6H correction or change without notice or incurring obligation.

Download latest catalog page revisions at www.daman.com.
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Inventory — Bracket Size Riser Thread Type _E’ 2
Number o =
o
S a
185 Bracket Size R Thread Type
(Inventory Number) (Riser Block)
250 | 2.50" Brackets (2) U | UNC Inch Threads

300 | 3.00” Brackets (2)
350 | 3.50” Brackets (2)
400 | 4.00" Brackets (2)
500 | 5.00” Brackets (2)
600 | 6.00” Brackets (2)
700 | 7.00” Brackets (2)
800 | 8.00” Brackets (2)
900 | 9.00” Brackets (2)

M | Metric Threads

DIN Cartridge
Valve Bodies

Header and
Junction Blocks
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