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Circuit

 Metric (ISO 6H) bolt kitM

Parallel Circuit Cover Plate with Gauge Port

Series Circuit Cover Plate: P to T Crossover Cover Plate: P to A; B to T

Cover Plate mounting hardware is supplied. *
See page 76 for itemized list.
* Plug not supplied for metric gauge port.

Cover Plate mounting hardware is supplied.
See page 76 for itemized list.

Cover Plate mounting hardware is supplied.
See page 76 for itemized list.

Crossover Circuit 
(P to A, B to T)COP

D02 Cover Plates

 Omit for inch (UNC) bolt kit.

Gauge Port
Required with CPP circuit. Omit 
on CPS and COP circuits.

0.125 NPTF or
0.125 BSPT (M option) G

Valve Pattern
ISO 4401-02-01
NFPA T3.5.1-D02 
See Tech Information

D02

Parallel Circuit 

Series Circuit 

CPP

CPS

Specifications, descriptions, and dimensional data are subject to 
correction or change without notice or incurring obligation.  
Download latest catalog page revisions at www.daman.com.

Bolt Threads

Ordering Information
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Material Valve Pattern Circuit Gauge Port Bolt Threads

Material

D

A

† Working pressure should be 
considered in accordance with 
ISO 4413 to determine appro-
priate material type.

 Ductile Iron - D4512
 5000† psi  34.5 MPa

 Aluminum - 6061-T6
 3000† psi  20.7 MPa

N
Electroless Nickel Coated 
Ductile Iron - D4512
 5000† psi  34.5 MPa
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ISO 4401-03-02
NFPA T3.5.1-D03
See Tech Information

Valve Pattern

 Metric (ISO 6H) bolt kitM

D03 Cover Plates
Parallel Circuit Cover Plate Parallel Circuit Cover Plate with Gauge Port

Series Circuit Cover Plate: P to T Crossover Cover Plate: P to A; B to T or
			         P to B; A to T

Cover Plate mounting hardware is supplied.
See page 76 for itemized list.

Cover Plate mounting hardware is supplied. *
See page 76 for itemized list.
* Plug not supplied for metric gauge port.

Cover Plate mounting hardware is supplied.
See page 76 for itemized list.

Cover Plate mounting hardware is supplied.
See page 76 for itemized list.

 Omit for inch (UNC) bolt kit.

Gauge Port
Available with parallel circuit 
only.  Omit if not required.

0.125 NPTF or
0.125 BSPT (M option) G

Circuit
Parallel Circuit 

Series Circuit 

Crossover Circuit 
(P to A, B to T)

CPP

CPS

COP
Crossover Circuit 
(P to B, A to T)COPB

D03

Specifications, descriptions, and dimensional data are subject to 
correction or change without notice or incurring obligation.  
Download latest catalog page revisions at www.daman.com.

Bolt Threads

Ordering Information
Material Valve Pattern Circuit Gauge Port Bolt Threads

Material

D

A

† Working pressure should be 
considered in accordance with 
ISO 4413 to determine appro-
priate material type.

 Ductile Iron - D4512
 5000† psi  34.5 MPa

 Aluminum - 6061-T6
 3000† psi  20.7 MPa

N
Electroless Nickel Coated 
Ductile Iron - D4512
 5000† psi  34.5 MPa
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Circuit

 Metric (ISO 6H) bolt kitM

1.91

2.50

0.75

1.37

2.75

[63.5]

[48.5]

[34.8]

[69.9]

[19.1]

BPAT T

1.91

2.50

0.75

1.37

2.75
P

1.91

1.37

[63.5]

[48.5]

[34.8]

[69.9]

[19.1]

[34.8]

[48.5]

BPAT

P port

T

2.03

2.75

0.75

1.50

3.00

[69.9]

[51.6]

[38.1]

[76.2]

[19.1]

BPAT T

2.03

2.75

1.37

3.00

[69.9]

[51.6]

[34.8]

[76.2]

BPAT T T A P B T

1.63
[41.3]

2.03
[51.6]

* D05 COP * D05 COP B

* D05 COP * D05 COP B

1.50 [38.1] *D05COP
1.63 [41.3] *D05COPB

Parallel Circuit Cover Plate Parallel Circuit Cover Plate 
with Gauge Port

Series Circuit Cover Plate: 
P to T

Crossover Cover Plate: 
P to A; B to T or
P to B; A to T

Cover Plate mounting hardware is supplied.
See page 76 for itemized list.

Cover Plate mounting hardware is supplied. *
See page 76 for itemized list.
* Plug not supplied for metric gauge port.

Cover Plate mounting hardware is supplied.
See page 76 for itemized list. Cover Plate mounting hardware is 

supplied.  See page 76 for itemized list.

Crossover Circuit 
(P to A, B to T)COP
Crossover Circuit 
(P to B, A to T)COPB

D05 Cover Plates

 Omit for inch (UNC) bolt kit.

Gauge Port
Available with parallel circuit 
only.  Omit if not required.

0.250 NPTF or
0.250 BSPT (M option) G

Valve Pattern
ISO 4401-05-04
NFPA T3.5.1-D05 
See Tech Information

D05

Parallel Circuit 

Series Circuit 

CPP

CPS

Specifications, descriptions, and dimensional data are subject to 
correction or change without notice or incurring obligation.  
Download latest catalog page revisions at www.daman.com.

Bolt Threads

Ordering Information
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Material Valve Pattern Circuit Gauge Port Bolt Threads

Material

D

A

† Working pressure should be con-
sidered in accordance with 
ISO 4413 to determine appropriate 
material type.

Aluminum - 6061-T6
 COP  1500† psi  10.3 MPa
 Other  3000† psi  20.7 MPa

N
Electroless Nickel Coated   
Ductile Iron - D4512
 COP  3000† psi  20.7 MPa
 Other  5000† psi  34.5 MPa

Ductile Iron - D4512
 COP  3000† psi  20.7 MPa
 Other  5000† psi  34.5 MPa
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M  Metric (ISO 6H) bolt kit

 Omit for inch (UNC) bolt kit.

Bolt Threads

1.91

2.50

0.75

1.91

3.81

[63.5]

[48.5]

[48.5]

[96.8]

[19.1]

BPAT TYX X Y

[48.5]
1.91

[48.5]
1.91

P

P port

2.03

2.75

0.75

2.13

4.00

[69.9]

[51.6]

[54.0]

[101.6]

[19.1]

BPAT TYX X Y

2.03

2.75

1.50

2.00

4.00

[69.9]

[51.6]

[50.8]

[101.6]

[38.1]

BPAT TYX X Y

Parallel Circuit Cover Plate 
with Gauge Port

Series Circuit Cover Plate: 
P to T

Crossover Cover Plate: 
P to A; B to T

Cover Plate mounting hardware is supplied. *
See page 76 for itemized list.
* Plug not supplied for metric gauge port.

Cover Plate mounting hardware is supplied.
See page 76 for itemized list.

Cover Plate mounting hardware is supplied.
See page 76 for itemized list.

Gauge Port
Required with parallel circuit. 
Omit on S and COP circuits.

0.250 NPTF or
0.250 BSPT (M option) G

Circuit
Parallel Circuit 

Series Circuit 

Crossover Circuit 
(P to A, B to T)

CPP

CPS

COP

D05 Cover Plates with Pilot Ports

Valve Pattern
ISO 4401-05-05
NFPA T3.5.1-D05 Alt A & B
See Technical Information 

D05H

Specifications, descriptions, and dimensional data are subject to 
correction or change without notice or incurring obligation.  
Download latest catalog page revisions at www.daman.com.

Ordering Information
Material Valve Pattern Circuit Gauge Port Bolt Threads

Material

D

A

† Working pressure should be con-
sidered in accordance with 
ISO 4413 to determine appropriate 
material type.

Aluminum - 6061-T6
 COP  1500† psi  10.3 MPa
 Other  3000† psi  20.7 MPa

N
Electroless Nickel Coated   
Ductile Iron - D4512
 COP  3000† psi  20.7 MPa
 Other  5000† psi  34.5 MPa

Ductile Iron - D4512
 COP  3000† psi  20.7 MPa
 Other  5000† psi  34.5 MPa
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Circuit

M  Metric (ISO 6H) bolt kit

D07 Cover Plates

BPAT

P port

X Y

P

2.56 1.00

2.59 2.59

5.00

2.56

3.50

[65.0]

[88.9]

[25.4][65.0]

[65.8]

[127.0]

[65.8]

BPAT X Y

1.50

2.84

5.50

2.56

3.50

[65.0]

[88.9]

[38.1]

[139.7]

[72.1]

BPAT X Y

1.75

2.72

5.50

2.56

3.50

[65.0]

[88.9]

[44.5]

[139.7]

[69.1]

Parallel Circuit Cover Plate 
with Gauge Port

Series Circuit Cover Plate: 
P to T

Crossover Cover Plate: 
P to A; B to T

Cover Plate mounting hardware is supplied. *
See page 76 for itemized list.
* Plug not supplied for metric gauge port.

Cover Plate mounting hardware is supplied.
See page 76 for itemized list.

Cover Plate mounting hardware is supplied.
See page 76 for itemized list.

Crossover Circuit 
(P to A, B to T)COP

 Omit for inch (UNC) bolt kit.

Gauge Port
Available with parallel circuit.  
Omit on S and COP circuits.

0.250 NPTF or
0.250 BSPT (M option) G

Valve Pattern

Parallel Circuit 

Series Circuit 

CPP

CPS

ISO 4401-07-06
NFPA T3.5.1-D07 
See Tech Information

D07

Specifications, descriptions, and dimensional data are subject to 
correction or change without notice or incurring obligation.  
Download latest catalog page revisions at www.daman.com.

Bolt Threads

Ordering Information
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Material Valve Pattern Circuit Gauge Port Bolt Threads

Material

D

A

† Working pressure should be con-
sidered in accordance with 
ISO 4413 to determine appropriate 
material type.

Aluminum - 6061-T6
 COP  2000† psi  13.8 MPa
 Other  3000† psi  20.7 MPa

N
Electroless Nickel Coated   
Ductile Iron - D4512
 COP  4000† psi  27.6 MPa
 Other  5000† psi  34.5 MPa

Ductile Iron - D4512
 COP  4000† psi  27.6 MPa
 Other  5000† psi  34.5 MPa
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M  Metric (ISO 6H) bolt kit

BPAT

3.38

4.50

3.47

6.00

1.00

X Y

[114.3]

[85.9][25.4]

[88.1]

[152.4]

BPAT

P port

3.38

4.50

3.47

6.00

1.00

P

3.38

3.47

X Y

[114.3]

[85.9][25.4]

[88.1]

[152.4]

[88.1]

[85.9]

BPAT

3.38

4.50

3.47

6.00

1.75

X Y

[114.3]

[85.9][44.5]

[88.1]

[152.4]

BPAT

3.38

4.50

3.47

6.00

2.50

X Y

[114.3]

[85.9][63.5]

[88.1]

[152.4]

Parallel Circuit Cover Plate Parallel Circuit Cover Plate 
with Gauge Port

Series Circuit Cover Plate: 
P to T

Crossover Cover Plate: 
P to A; B to T

Cover Plate mounting hardware is supplied.
See page 77 for itemized list.

Cover Plate mounting hardware is supplied. *
See page 77 for itemized list.
* Plug not supplied for metric gauge port.

Cover Plate mounting hardware is supplied.
See page 77 for itemized list.

Cover Plate mounting hardware is supplied.
See page 77 for itemized list.

 Omit for inch (UNC) bolt kit.

Gauge Port
Available with parallel circuit 
only.  Omit if not required.

0.250 NPTF or
0.250 BSPT (M option) G

Circuit
Parallel Circuit 

Series Circuit 

Crossover Circuit 
(P to A, B to T)

CPP

CPS

COP

D08 Cover Plates

Valve Pattern
ISO 4401-08-07
NFPA T3.5.1-D08
See Tech Information 

D08

Specifications, descriptions, and dimensional data are subject to 
correction or change without notice or incurring obligation.  
Download latest catalog page revisions at www.daman.com.

Bolt Threads

Ordering Information
Material Valve Pattern Circuit Gauge Port Bolt Threads

Material

D

A

† Working pressure should be con-
sidered in accordance with 
ISO 4413 to determine appropriate 
material type.

Aluminum - 6061-T6
 COP  2000† psi  13.8 MPa
 Other  3000† psi  20.7 MPa

N
Electroless Nickel Coated   
Ductile Iron - D4512
 COP  4000† psi  27.6 MPa
 Other  5000† psi  34.5 MPa

Ductile Iron - D4512
 COP  4000† psi  27.6 MPa
 Other  5000† psi  34.5 MPa
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M  Metric (ISO 6H) bolt kit

Parallel Circuit Cover Plate
Cover Plate mounting hardware is supplied.
See page 77 for itemized list.

 Omit for inch (UNC) bolt kit.

Circuit
Parallel Circuit CPP

D10 Cover Plates

Valve Pattern
ISO 4401-10-08
NFPA T3.5.1-D10
See Tech Information 

D10

Specifications, descriptions, and dimensional data are subject to 
correction or change without notice or incurring obligation.  
Download latest catalog page revisions at www.daman.com.

Bolt Threads

Ordering Information
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Material Valve Pattern Circuit Bolt Threads

Material

D

A

† Working pressure should be 
considered in accordance with 
ISO 4413 to determine appro-
priate material type.

 Ductile Iron - D4512
 5000† psi  34.5 MPa

 Aluminum - 6061-T6
 3000† psi  20.7 MPa

N
Electroless Nickel Coated 
Ductile Iron - D4512
 5000† psi  34.5 MPa
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Parallel Circuit Cover Plate 
2F06 Pattern

Parallel Circuit Cover Plate 
2F07 Pattern

Cover Plate mounting hardware is supplied.
See page 77 for itemized list.

Cover Plate mounting hardware is supplied.
See page 77 for itemized list.

2F06, 2F07 Flow Control Cover Plates

Specifications, descriptions, and dimensional data are subject to 
correction or change without notice or incurring obligation.  
Download latest catalog page revisions at www.daman.com.

M  Metric (ISO 6H) bolt kit

 Omit for inch (UNC) bolt kit.

Circuit
Parallel Circuit CPP

Valve Pattern
ISO 6263-06-05
NFPA T3.5.1-2F06
See Tech Information 

2F06
ISO 6263-07-09
NFPA T3.5.1-2F07
See Tech Information 

2F07

Bolt Threads

Ordering Information
Material Valve Pattern Circuit Bolt Threads

Material

D

A

† Working pressure should be 
considered in accordance with 
ISO 4413 to determine appro-
priate material type.

 Ductile Iron - D4512
 5000† psi  34.5 MPa

 Aluminum - 6061-T6
 3000† psi  20.7 MPa

N
Electroless Nickel Coated 
Ductile Iron - D4512
 5000† psi  34.5 MPa
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Parallel Circuit Cover Plate 
P06 Pattern

Parallel Circuit Cover Plate 
P08 Pattern

Parallel Circuit Cover Plate 
P10 Pattern

Cover Plate mounting hardware is supplied.
See page 77 for itemized list.

Cover Plate mounting hardware is supplied.
See page 77 for itemized list.

Cover Plate mounting hardware is supplied.
See page 77 for itemized list.

P06, P08, P10 Pressure Control Cover Plates

Specifications, descriptions, and dimensional data are subject to 
correction or change without notice or incurring obligation.  
Download latest catalog page revisions at www.daman.com.

M  Metric (ISO 6H) bolt kit

 Omit for inch (UNC) bolt kit.

Circuit
Parallel Circuit CPP

Valve Pattern
ISO 6264-06-07
ISO 5781-06-07
NFPA T3.5.1-[R]P06
See Tech Information 

P06

ISO 6264-08-11
ISO 5781-08-10
NFPA T3.5.1-[R]P08
See Tech Information 

P08

ISO 6264-10-15
ISO 5781-10-13
NFPA T3.5.1-[R]P10
See Tech Information

P10

Bolt Threads

Ordering Information
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Material Valve Pattern Circuit Bolt Threads

Material

D

A

† Working pressure should be 
considered in accordance with 
ISO 4413 to determine appro-
priate material type.

 Ductile Iron - D4512
 5000† psi  34.5 MPa

 Aluminum - 6061-T6
 3000† psi  20.7 MPa

N
Electroless Nickel Coated 
Ductile Iron - D4512
 5000† psi  34.5 MPa
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R06, R08, I08, R10, I10 Relief Valve Cover Plates

M  Metric (ISO 6H) bolt kit

 Omit for inch (UNC) bolt kit.

Circuit
Parallel Circuit CPP

Valve Pattern
ISO 6264-06-09
NFPA T3.5.1-R06
See Tech Information 

R06
ISO 6264-08-13
NFPA T3.5.1-R08
See Tech Information 

R08

ISO 6264-10-17
NFPA T3.5.1-R10
See Tech Information 

R10

NFPA T3.5.1-RV10
See Tech Information I10

NFPA T3.5.1-RV08
See Tech Information I08

Bolt Threads

Parallel Circuit Cover Plate 
R06 (I06) Pattern

Parallel Circuit Cover Plate 
R08 or I08 (NFPA RV08) Pattern

Parallel Circuit Cover Plate 
I10 (NFPA RV10) Pattern

Cover Plate mounting hardware is supplied.
See page 77 for itemized list.

Cover Plate mounting hardware is supplied.
See page 77 for itemized list.

Cover Plate mounting hardware is supplied.
See page 77 for itemized list.

Parallel Circuit Cover Plate 
R10 Pattern
Cover Plate mounting hardware is supplied.
See page 77 for itemized list.

Specifications, descriptions, and dimensional data are subject to 
correction or change without notice or incurring obligation.  
Download latest catalog page revisions at www.daman.com.

2.81
[71.4]

B
4.63

[117.5]

A
*R08CPP*

2.56
[65.1]

4.00
[101.6]*I08CPP*

Dimension

Ordering Information
Material Valve Pattern Circuit Bolt Threads

Material

D

A

† Working pressure should be 
considered in accordance with 
ISO 4413 to determine appro-
priate material type.

 Ductile Iron - D4512
 5000† psi  34.5 MPa

 Aluminum - 6061-T6
 3000† psi  20.7 MPa

N
Electroless Nickel Coated 
Ductile Iron - D4512
 5000† psi  34.5 MPa
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Parallel Circuit Cover Plate 
S04 Pattern

Parallel Circuit Cover Plate 
S06 Pattern

Cover Plate mounting hardware is supplied.
See page 77 for itemized list.

Cover Plate mounting hardware is supplied.
See page 77 for itemized list.

S04, S06 Servo Valve Cover Plates

Specifications, descriptions, and dimensional data are subject to 
correction or change without notice or incurring obligation.  
Download latest catalog page revisions at www.daman.com.

M  Metric (ISO 6H) bolt kit

 Omit for inch (UNC) bolt kit.

Circuit
Parallel Circuit CPP

Valve Pattern
ISO 10372-04-04
Daman std. S04
See Tech Information 

S04
ISO 10372-06-04
Daman std. S06
See Tech Information 

S06

Bolt Threads

Ordering Information
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Material Valve Pattern Circuit Bolt Threads

Material

D

A

† Working pressure should be 
considered in accordance with 
ISO 4413 to determine appro-
priate material type.

 Ductile Iron - D4512
 5000† psi  34.5 MPa

 Aluminum - 6061-T6
 3000† psi  20.7 MPa

N
Electroless Nickel Coated 
Ductile Iron - D4512
 5000† psi  34.5 MPa
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S04, S06 Servo Valve Cover Plates

Circuit

Ordering Information
Material Valve Pattern Circuit

Valve Pattern
ISO 10372-04-04
Daman std. S04
See Tech Information 

S04
ISO 10372-06-04
Daman std. S06
See Tech Information 

S06

Crossover Circuit 
(P to A, B to T)COP

S04 Crossover Cover Plate: P to A; B to T S06 Crossover Cover Plate: P to A; B to T
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Cover Plate mounting hardware is supplied.
See page 77 for itemized list.

Cover Plate mounting hardware is supplied.
See page 77 for itemized list.

Specifications, descriptions, and dimensional data are subject to 
correction or change without notice or incurring obligation.  
Download latest catalog page revisions at www.daman.com.

Material

D

A

† Working pressure should be 
considered in accordance with 
ISO 4413 to determine appro-
priate material type.

 Ductile Iron - D4512
 5000† psi  34.5 MPa

 Aluminum - 6061-T6
 3000† psi  20.7 MPa

N
Electroless Nickel Coated 
Ductile Iron - D4512
 5000† psi  34.5 MPa
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Cover Plate Mounting Hardware

Part no. GA port Plug Mounting Screws Locating PinsViton O-rings, 75 duro.
* D02 CP P G
* D02 CP S
* D02 COP

Pg.

65

65

66

66

67

67

68

68

69

69

* D02 CP P G M
* D02 CP S M
* D02 COP M

(1) 0.12-27 NPTF
n/a
n/a
n/a
n/a
n/a

* D07 CP P G

* D07 CP S

* D07 COP

* D07 CP P G M

* D07 CP S M

* D07 COP M

* D03 CP P
* D03 CP P G
* D03 CP S
* D03 COP
* D03 COPB
* D03 CP P M
* D03 CP P G M
* D03 CP S M
* D03 COP M
* D03 COPB M
* D05 CP P
* D05 CP P G
* D05 CP S
* D05 COP
* D05 COPB
* D05 CP P M
* D05 CP P G M
* D05 CP S M
* D05 COP M
* D05 COPB M

(4) UNC #10-24 x 1.00 long SHCS
(1) 0.12 dia x 

0.25 long

(4) -010
(4) -010
(2) -015

(4) ISO 6H M5-0.8 x 25mm SHCS

(4) UNC 0.38-16 x 1.75 long and
(2) UNC 0.25-20 x 1.50 long SHCS
(4) UNC 0.38-16 x 2.00 long and
(2) UNC 0.25-20 x 2.00 long SHCS
(4) UNC 0.38-16 x 2.50 long and
(2) UNC 0.25-20 x 2.25 long SHCS (2) 0.12 dia x 

0.25 long

(2) -011;  (4) -210

(2) -011;  (4) -210

(2) -011;  (2) -210;  (1) -225

(4) ISO 6H M10-1.5 x 40mm and
(2) ISO 6H M6-1.0 x 35mm SHCS
(4) ISO 6H M10-1.5 x 50mm and
(2) ISO 6H M6-1.0 x 50mm SHCS
(4) ISO 6H M10-1.5 x 60mm and
(2) ISO 6H M6-1.0 x 55mm SHCS

(4) UNC #10-24 x 1.00 long SHCS

(1) 0.12 dia x 
0.25 long

(4) -012
(4) -012
(4) -012
(2) -016
(2) -016

(4) ISO 6H M5-0.8 x 25mm SHCS

(4) UNC 0.25-20 x 1.25 long SHCS
(4) UNC 0.25-20 x 1.25 long SHCS
(4) UNC 0.25-20 x 1.25 long SHCS
(4) UNC 0.25-20 x 2.00 long SHCS
(4) UNC 0.25-20 x 2.00 long SHCS

n/a

(5) -014
(5) -014
(5) -014
(1) -014;  (2) -022
(5) -014

(4) ISO 6H M6-1.0 x 30mm SHCS
(4) ISO 6H M6-1.0 x 30mm SHCS
(4) ISO 6H M6-1.0 x 30mm SHCS
(4) ISO 6H M6-1.0 x 50mm SHCS
(4) ISO 6H M6-1.0 x 50mm SHCS

(4) -012
(4) -012
(4) -012
(2) -016
(2) -016

(5) -014
(5) -014
(5) -014
(1) -014;  (2) -022
(5) -014

(1) 0.25-18 NPTF

n/a

n/a

n/a

n/a

n/a

* D05H CP P G
* D05H CP S
* D05H COP
* D05H CP P G M
* D05H CP S M
* D05H COP M

(4) UNC 0.25-20 x 1.25 long SHCS
(4) UNC 0.25-20 x 1.25 long SHCS
(4) UNC 0.25-20 x 2.00 long SHCS

n/a

(1) -011;  (6) -014;  (1) -016
(1) -011;  (6) -014;  (1) -016
(1) -011;  (2) -014;  (1) -016;  (2) -022  

(4) -010
(4) -010
(2) -015

(2) -011;  (4) -210

(2) -011;  (4) -210

(2) -011;  (2) -210;  (1) -225

(1) -011;  (6) -014;  (1) -016
(1) -011;  (6) -014;  (1) -016
(1) -011;  (2) -014;  (1) -016;  (2) -022  

(4) ISO 6H M6-1.0 x 30mm SHCS
(4) ISO 6H M6-1.0 x 30mm SHCS
(4) ISO 6H M6-1.0 x 50mm SHCS

n/a
n/a
n/a

n/a
(1) 0.12-27 NPTF

n/a
n/a
n/a
n/a
n/a
n/a
n/a
n/a
n/a

(1) 0.25-18 NPTF
n/a
n/a
n/a
n/a
n/a
n/a
n/a
n/a

(1) 0.25-18 NPTF
n/a
n/a
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Cover Plate Mounting Hardware

Part no. GA port Plug Mounting Screws Locating PinsViton O-rings, 75 duro.Pg.

70

70

* D08 CP P
* D08 CP P G
* D08 CP S
* D08 COP
* D08 CP P M
* D08 CP P G M
* D08 CP S M
* D08 COP M

(6) UNC 0.50-13 x 1.75 long SHCS
(6) UNC 0.50-13 x 1.75 long SHCS
(6) UNC 0.50-13 x 2.50 long SHCS
(6) UNC 0.50-13 x 3.50 long SHCS (2) 0.25 dia x 

0.50 long

(2) 0.25 dia x 
0.50 long

(2) -210;  (4) -215
(2) -210;  (4) -215
(2) -210;  (4) -215
(2) -210;  (2) -215;  (1) -231
(2) -210;  (4) -215
(2) -210;  (4) -215
(2) -210;  (4) -215
(2) -210;  (2) -215;  (1) -231

(6) ISO 6H M12-1.75 x 45mm SHCS
(6) ISO 6H M12-1.75 x 45mm SHCS
(6) ISO 6H M12-1.75 x 65mm SHCS
(6) ISO 6H M12-1.75 x 90mm SHCS

n/a
(1) 0.25-18 NPTF

n/a
n/a
n/a
n/a
n/a
n/a

71* D10 CP P
* D10 CP P M

(2) -210;  (4) -222
(2) -210;  (4) -222

(6) UNC 0.75-10 x 3.25 long SHCS
(6) ISO 6H M20-2.5 x 80mm SHCS

n/a
n/a

(2) 0.25 dia x 
0.50 long73

* P06 CP P
* P08 CP P
* P10 CP P

(2) -011;  (2) -018
(2) -011;  (2) -215
(2) -011;  (2) -220

(4) UNC 0.38-16 x 1.50 long SHCS
(4) UNC 0.38-16 x 1.50 long SHCS
(6) UNC 0.38-16 x 1.75 long SHCS

n/a
n/a
n/a

(2) 0.25 dia x 
0.50 long73

* P06 CP P M
* P08 CP P M
* P10 CP P M

(2) -011;  (2) -018
(2) -011;  (2) -215
(2) -011;  (2) -220

(4) ISO 6H M10-1.5 x 35mm SHCS
(4) ISO 6H M10-1.5 x 40mm SHCS
(6) ISO 6H M10-1.5 x 45mm SHCS

n/a
n/a
n/a

(1) 0.25 d. x 0.50 long
(1) 0.25 d. x 0.50 long
(2) 0.25 d. x 0.50 long

74
* R06 CP P
* R08 CP P
* R10 CP P

(1) -012;  (2) -018
(1) -012;  (2) -216
(1) -012;  (2) -220

(4) UNC 0.50-13 x 1.50 long SHCS
(4) UNC 0.63-11 x 2.00 long SHCS
(4) UNC 0.75-10 x 2.25 long SHCS

n/a
n/a
n/a

(1) 0.25 dia x 
0.50 long74* I08 CP P

* I10 CP P
(2) -012;  (2) -216
(2) -012;  (2) -220

(4) UNC 0.63-11 x 2.00 long SHCS
(4) UNC 0.75-10 x 2.25 long SHCS

n/a
n/a

(1) 0.25 dia x 
0.50 long74* I08 CP P M

* I10 CP P M
(2) -012;  (2) -216
(2) -012;  (2) -220

(4) ISO 6H M16-2 x 50mm SHCS
(4) ISO 6H M20-2.5 x 55mm SHCS

n/a
n/a

(1) 0.25 d. x 0.50 long
(2) 0.25 d. x 0.50 long72* 2F06 CP P

* 2F07 CP P
(2) -018
(2) -215

(4) UNC 0.31-18 x 1.25 long SHCS
(4) UNC 0.38-16 x 1.75 long SHCS

n/a
n/a

(1) 0.25 d. x 0.50 long
(2) 0.25 d. x 0.50 long72* 2F06 CP P M

* 2F07 CP P M
(2) -018
(2) -215

(4) ISO 6H M8-1.25 x 35mm SHCS
(4) ISO 6H M10-1.5 x 45mm SHCS

n/a
n/a

(1) 0.09 d. x 0.25 long
(1) 0.25 d. x 0.50 long75.1* S04 COP

* S06 COP
(2) -012;  (4) -013
(1) -012;  (4) -019

(4) UNC 0.31-18 x 1.50 long SHCS
(4) UNC 0.38-16 x 2.25 long SHCS

n/a
n/a

(1) 0.09 d. x 0.25 long
(1) 0.25 d. x 0.50 long75* S04 CP P

* S06 CP P
(2) -012;  (4) -013
(1) -012;  (4) -019

(4) UNC 0.31-18 x 1.50 long SHCS
(4) UNC 0.38-16 x 1.75 long SHCS

n/a
n/a

(1) 0.25 d. x 0.50 long
(1) 0.25 d. x 0.50 long
(2) 0.25 d. x 0.50 long

74
* R06 CP P M
* R08 CP P M
* R10 CP P M

(1) -012;  (2) -018
(1) -012;  (2) -216
(1) -012;  (2) -220

(4) ISO 6H M12-1.75 x 35mm SHCS
(4) ISO 6H M16-2 x 50mm SHCS
(4) ISO 6H M20-2.5 x 55mm SHCS

n/a
n/a
n/a
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(1) 0.09 d. x 0.25 long
(1) 0.25 d. x 0.50 long75* S04 CP P M

* S06 CP P M
(2) -012;  (4) -013
(1) -012;  (4) -019

(4) ISO 6H M8-1.25 x 30mm SHCS
(4) ISO 6H M10-1.5 x 45mm SHCS

n/a
n/a


