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CP-504, CP-754
(New Low Profile Design)

CP-752 CP-505 
CP-755

Canister Filters/Low Profile
Suction or Return Line Application	
Model Series-CP (NPT & SAE Ports)
CP-504, 754
Specifications
• Working pressure 200 P.S.I. (14 Bar) 80 PSI ∆P w/o bypass 
• Operating Temperatures -22° F to +212° F (-32 C to +100 C) 
• Flows to 22 GPM (83 LPM) Return 
• Flows to 5 GPM (19 LPM ) Suction 
• 1/2", 3/4" Ports 
• Aluminum Casting — Die Cast 
• Buna Seals 
• �For use with petroleum based, high water 

water glycols and water/oil emulsions fluids
• Element post threads 1"-12 UNF 
• 2-3 (lbs.), 1.4 (kgs.) shipping weight

Options
• NPT or SAE Ports 
• 3, 10, 25, micron cellulose, synthetic elements 
• Water absorbing elements -10 micron 
• 100 wire mesh element 
• Visual indicators 
• 2.5, 5, 15, 25, blocked bypass options for suction or return
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Temperature 100°F Viscosity 150SUS
Average Pressure drop through clean assembly with 150 SUS oil at 100F

	 Model 	 Media	 	 	 Element	 Rating	
	 Number	 Type	 IN2	 CM2	 Thread	 B(x)=2/20/75
	 CP-752-03	 3 CELLULOSE	 390	 2505	 1"-12 UNF	 2u/5u
	 CP-752-10	 10 CELLULOSE	 550	 3532	 1"-12 UNF	 10u/22u/33u
	 CPL-752-10	 10 CELLULOSE	 720	 4624	 1"-12 UNF	 10u/22u/33u
	 CP-752-30	 25 CELLULOSE	 550	 3532	 1"-12 UNF	 29u/46u/54u
	 CPL-752-30	 25 CELLULOSE	 720	 4624	 1"-12 UNF	 29u/46u/54u
	 CP-752-10SYN	 10 SYNTHETIC	 370	 2376	 1"-12 UNF	 4u/10u/12u
	 CP-752-10WR	 10 WATER ABSORPTION	 550	 3532	 1"-12 UNF	 8u/25u/30u
	 CP-752-100M	 100 SS WIRE MESH	 90	 578	 1"-12 UNF	 140u

Ordering Code

Replacement Elements

SERIES
	CP	 NPT
	CPA	 SAE

MODEL
504
754

ELEMENT LENGTH
*OMIT STD.

	 L	 EXTD.

BYPASS
	P	 (15 PSI)
	R	 (25 PSI)
	V	 (5 PSI)
	H	 (2.5 PSI)
	B	 (NO BYPASS)

IND. PORTS
	OMIT	  
	 T	 1/8 NPT 
		  RETURN
	 S	 1/8 NPT 
		  SUCTION

INDICATING 	
GAUGES

	(T)	 MC-12
	(T)	 MC-20
	(T/S)	CP-2
	(T)	 GLY-MC-20
	(S)	 135080
	(S)	 VAC-3-20
		 OMIT

CP — * — 754 — 10 — P — T — MC-12

	 	           	        	           LENGTH	
	 MEDIA	 MODEL	 	 STD.	EXT.
 	 3	 3 MIC CELLULOSE 500, 750, 1010	 X	
	 10 	 10 MIC CELLULOSE 500, 750, 1010, 1000, 1030	 X	 X
	10 SYN 	 10 MIC SYNTHETIC 500, 750, 1010	 X	
	 10 WR 	 10 MIC WATER REMOVAL 500, 750, 1010	 X	
	 30 	 25 MIC CELLULOSE 500, 750, 1010	 X	 X
	 100M 	 140 MIC SS WIRE MESH 500, 750, 1010	 X	

Beta Rating Of 2 = 50 % Efficiency	
Beta Rating Of 20 = 95 % Efficiency	
Beta Rating Of 75 = 98.7 % Efficiency	
 
Note: 80 P.S.I. Pressure Drop Maximum 	
Without Bypass Valve In Filter Head	

CPA not available in 3/4 port

For indicator gauge specifications see page 28a
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