BLADDER
ACCUMULATORS

Servi Fluid Power

Bottom Repairable 3000 psi (207 Bar)
GasVqume Dimensions In. (mm)

: “ﬂﬂ

eintl 0 350]125 [11/1612UN| .| ©
(30) (254) (53) (89)|(32)| saE#12 (27)

ot 66 15| 21 | 45 162 [I-5/16™12UN| , 10
(1 (292)(53.3)| (114){(41.1)| SAE#16 (4.5)

1 4 228 17 | 35 | 875|237 |1-5/8"™12UN 1174134
(375) |432)| (89)| 171 (B80)| SAE# 20 (15.4)

o= | 1o 560 21 | 85 |9.06] 30 [1-7/8"12UN| ,, | 8O
(9.2)  [(534) (89)[(230) (78) | SAE# 24 (36.5)

c | og 1126 |335] 35 [9.06] 30 |1-7/8"12UN| , | 120
a85) |851)|(89)|230)| (76)| sSAE#24 (54.5)

0| v 2110 54 | 35 |9.06| 30 [1-7/8"12UN| ,, | 220
(34.6) |1372) (89)|(230)| (78) | SAE# 24 (100)

| as 2390 |59.5| 35 |9.06] 30 |1-7/8"12UN| ,, | 240
(39.3) |1511)|(89)|(230)| (76) | SAE#24 (109)

- 3300 |775| 35 |9.06] 30 |[1-7/8"12UN| ,, | 305
(54.3) |(1989)[(89) |(230)| (76) | SAE#24 (139)

=1 Quart and above are supplied with ASME certification as standard.

Top Repairable 3000 psi (207 Bar)
Gas Volume Dimensions In. (mm) Port Thread 3]

. |Liters|Cu.In (thers) (F)NPT

o= | 10 205 9.08 17/8"12UN o |90
(8.8) (521) (89) (230) (76) SAE # 24 (41)
c | o0 1108 33 | 85 |9.06| 30 [1-7/8"12UN| , | 125
18.2) [838)(89)|(230) (76)| SAE#°24 (57)
o | g7 |2080 [535| 35 [906] 30 |1-7/812UN| , | 225
(34.4) [1359) (89)|(230)| (76)| SAE#°24 (102)
0| ap L2870 59 | 35 [9.06] 30 [1-7/8"12UN| ,, | 245
(39)  ((1499)| (89)|(230)| (78)| SAE# 24 (111)
e | 5o | 3280 77 | 35 9.06| 30 |1-7/8"12UN| , | 810
(53.9) [1956)| (89)|(230)| (76)| SAE#°24 (141)

* Above accumulators can be rated to 4000 psi according to ASME Appendix 22

Special Fluid Port Options

Size |Thread Code | Split Flange | Thread Code | BSPP Thread
1Gal. FC 1-1/4” Code 61 BE 1-1/4” BSP
2.5-15 Gal. FA 2” Code 61 BH 2”BSP
2.5-15 Gal. FB 1-1/2” Code 62 BC 3/4” BSP

Refer to Model Code Chart on page 4 for Part Numbers and Ordering



