Servi Fluid Power

BLADDER
ACCUMULATORS

Bottom Repairable 5000 psi (345 Bar)

Gas Volume| Dimensions In. (mm) Port Thread [E]

(F)NPT
oc | 10 560 23 |362]956| 3.0 |1-7/8-12UN| , | 120
(9.2) |(584)| (92)|(243)| (76)| SAE# 24 (54.5)
c | 20 1126 35 | 362|9.56| 3.0[1-7/8"12UN| ,, | 220
(18.5) [(889)| (92)|(243)| (78)| SAE# 24 (100)
0| 57 2110|5575 362| 9.56| 3.0 [1-7/8™12UN| , | 340
(34.8) |1418)] (92)|(243)| (78)| SAE# 24 (154.5)
5 | e 3300 |7875(362]9.56| 3.0 |1-7/812UN| , | 490
(54.3) |(2000)| (92)|(243)| (78)| SAE# 24 (223)

Above accumulators can be rated to 6500 psi according to ASME Appendix 22

Top Repairable 5000 psi (345 Bar)
Gas Volume | Dimensions In. (mm)

. |Liters|Cu.In (Liters)] A B [

oc | 1o 540  |23.25/362]9.56| 3.0 |1-7/8"12UN| , | 120
(8.8) |[(591)] (92)](243) (76)| SAE#24 (54.5)
= | 20 1106 [35.25 362|956 30 [1-7/812UN| ,, | 220
(18.2) |(895)| (92)|(243) (78)| SAE# 24 (100)
0 | g |2080 56 [362|956| 30 [1-7/812UN| ,, | 340
(34.4) |1422) (92)|(243) (78)| SAE# 24 (154.5)
e | o |_3280 79 |862|956| 30 [1-7/8"12UN| ,, | 490
(539) |2008)| (92)|(243) (78)| SAE# 24 (223)

+ Above accumulators can be rated to 6500 psi according to ASME Appendix 22

Special Fluid Port Options

Size |Thread Code | Split Flange | Thread Code | BSPP Thread
2.5-15Gal. FB 1-1/2" Code 62 BH 2"'BSP

Refer to Mode! Code Chart on page 4 for Part Numbers and Ordering




