Features

Model ASH Shuttle Valve is designed to be
used in a pilot system to select the higher
of two pilot pressures.

Operating Pressure: 3000 PSI
(207 Bar) maximum.

Temperature: Under normal
conditions of continuous
operation, fluid temperature
should not exceed 180°F
(82°C). In no instance should
the temperature exceed
200°F (93°C).

Mounting Position: Not Restricted.

Material:
ASH 04: Steel
ASH 06: Steel
ASH 25: Steel
ASH 12: Aluminum

Specifications

Model ASH
Shuttle Valve

3000 PSI (207 Bar)
3,4 and 30 GPM
(11.4,15.1, & 113.6 L/Min.)

Flow Rating (Reference Pg. 1)
ASH 04: 3 GPM
ASH 06: 4 GPM
ASH 25: 4 GPM
ASH 12: 30 GPM

Fluid Recommendations: Premium
grade hydraulic fluid with a
viscosity of 60 SUS (10 CST) to
1000 SUS (216 CST) at
operating temperature.
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PRESSURE DROP DATA
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Data taken with oil viscosity of 200 SUS [43cSt] @ 100°F [37.8°C]
Maximum Leakage .15 in®min [2.5 cm¥min.]
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DIMENSIONS

#6 SAE straight thread
/16-18 UNF-2B thread for
0.375 (9.5) O.D tube

« A ,1 #12 SAE straight thread
11/16-12 UNF-2B thread
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All dimensions are in
inches [millimeters] and
are for reference only.

Model A B

ASH-06-2 130 | 125 | .62 106 | 766 | .22 | 259 Er 150 | 875 | .625
ASH-25-1 | (32.9) | (31.8) | (15.7) | (27.0) | (19.4) | (56) |(65.9) | (5.6) | (38.1) | (22.2) | (15.9)

ASH-12.0 | 1875 | 1.88 | 94 |Nomig.[Nomtg. [Nomtg.| 375 [Nomtg.| 250 | 154 | 1.00
(47.6) | (47.8) | (23.9) | holes | holes | holes |(95.3) | holes | (63.5) | (39.1) | (25.4)
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7/16-20 UNF - 2A thread
37" flared, 3 places

Model L M N 0 P

75 | 112 | 225 | 131 | 04
ASH-04-3 1 190y | (28.5) (23.9)
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4675 CLARK RD., SARASOTA, FL 34233 TELEPHONE: (813) 924-1284

ORDER CODE

ASH - 06 - 2

National

FLUID POWER

Association

MEMBER

PORT SIZE
25— 14" NPTF
06 — SAE 6

12 -SAE 12
04 — /4" JIC

PORT TYPE

1 NPTF (/4" only)

2 SAE (#6 & #12)

3 MALE JIC (/4" only)




