
BC51

Special Bodies and Cavities
2C, 2-Way

Catalog HY15-3502/US
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Parker Hannifin Corporation
Hydraulic Cartridge Systems

Dimensions
Millimeters (Inches)

For additional information see Technical Tips on pages BC1-BC6.

Body
Material

Ordering Information

Port
Size

Code Body Material
A Aluminum
S Steel

Code Port Size
210 1 BSP
212 1 SAE

Cavity Tooling For 2C
Pilot Drill Ø —
Step Drill —
Reamer (Alum) —
Reamer (Steel —
Counterbore —
Tap —

Line
Body

LB10

FREE FLOW

41.3 AF Hex
(1.626)

19.00
(0.748)

85.00
(3.346)

60° CONE SEAT

(1) (2)

Ø 27.00 +0.05
–0.00

(1.063) +0.002
–0.000

Ø 23.80
(0.937)

30
°

A
Ø 0.25
(0.010) A

1.00
(0.039)

10.00
(0.394)

22.50
(0.886)

32.00 min
(1.260)

CAVITY DEPTH
56.00 min

(2.205)

See
Detail X

0.50 R.
(0.020 )

±0.10
±0.004

0.50 R.
(0.020 )

±0.10
±0.004

0.50 R.
(0.020 )

±0.10
±0.004

63
°

63°

30°

Optional
Groove

Form

Ø 28.50
(1.122)

+0.13
–0.00
+0.005
–0.000

R 0.88
(0.035)

+0.06
–0.00
+0.002
–0.000

1.76
(0.069)

+0.12
–0.00

+0.005
–0.000

DETAIL X

Ø 0.20
(0.008) A

63°


