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Check Valves (Carbon Steel)

CHECK VALVES
A

B C MAX PSI WEIGHT
(LBS)NPT SAE

1/4” #4 2.17 .75 5700 .2

3/8” N/A 2.68 .95 5700 .4

N/A #6 2.28 .75 5700 .2

1/2” N/A 2.95 1.06 5700 .5

N/A #8 2.72 .95 5700 .4

3/4” #12 3.48 1.38 5700 1.0

1” #16 4.33 1.61 5000 1.6

1 1/4” #20 4.72 2.17 5000 3.4

1 1/2” #24 5.43 2.56 5000 5.6

2” #32 5.43 2.95 4500 6.7

•  NPT & SAE Connections
•  Carbon Steel With Zinc Dichromate Plating
•  Available in 7 PSI & 65 PSI Spring Cracking Pressures
•  Metal to Metal Seat
•  Hardened Poppet
•  Optional Restrictor Orifi ce Available
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Check Valves (Carbon Steel)

Model Code Breakdown

Valve Series •

Thread Type •
N NPT Pipe Thread
S# SAE Straight Thread
B# BSPP Thread

Thread Size •
Example N1/2

S#8

• Cracking Pressure
7 7 PSI

65 65 PSI

• Material
1 Carbon Steel

           C  N  1/2  -  1  -  7 - __

Flow (GPM)

∆P
-P
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I

Flow (GPM)
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I

Flow (GPM)

∆P
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Flow (GPM)

∆P
-P
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I

 (Specify Diameter in Inches)
 Example -R.060

• Optional Restrictor Orifi ce

 *See Page 10 for Brass


