Catalog HY15-3502/US
Technical Information

P.C. Flow Regulator Valve
Series FR101

cvVv L
General Description % y
§§ Pressure Compensated Flow Regulator Valve. Jum)
22 | NOTE: When used with a fixed displacement pump, |
sH | Pressure to the cartridge must be controlled by a relief I?
valve located between the pump and the FR101 I
s g | cartridge. For additional information see Technical Tips B
52| onpages FC1-FC4. 0P
LM | Features
o S ® Hardened, precision ground parts for durability
§§ ® (Cartridge design
® Acts as a fixed orifice in reverse flow condition
® All external parts zinc plated : :
o
] Reg.
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PC Adjustable Style Inlet
o
o
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LE | Specifications Performance Curves
o Regulated Flow vs. Pressure
El= Rated Flow Fixed 22.5 LPM (6 GPM) (Through cartridge only)
3= Adjusted 26.5 LPM (7 GPM)
DC GPM LPM Hydraulic Oil 150 SSU @ 100°F (32 cSt)
o Maximum Inlet 245 Bar (3500 PSI) 74263 1 I —_1
o3 Pressure -~ T 4
Sa 6 | 22.5H -
£35 ] I 22.5 LPM (6 GPM) Fixed L_16.7 LPm (4.45 GPM)
58 Accuracy (Fixed) 3.8 LPM (1 GPM) £20% 5 | 188 Adjustable (Max. Range)
py— 7.5-11.3 LPM (2-3 GPM) £15% 3 '
15 - 22.5 LPM (4-6 GPM) +10% L, 50
g ’ }&.7 LPI\II,II(4(.;\1’|5 G:M) )
= i justable (Min. Range;
55 Adjustment Range | +30% Nominal 25|13 13 PG GPI Fred C : i_
35 (Adj. Version) 2 AT T
c 2| 7542
sv Cartridge Material | All parts steel. All operating . 3.8 LPM (1 GPM) Fixed
v parts hardened steel. 38
58 0
22 Operating Temp. -40°C to +93.3°C (Nitrile) Bar, 68 138 207 .
PV Range/Seals (-40°F to +200°F) PSI 1000 Inlet Pre 5228(:9 3000
- -31.7°C to +121.1°C (Fluorocarbon)
<'§ (-25°F to +250°F) GPM LPM Hydraulic Oil 150 SSU @ 100°F (32 cSt)
Ss 7 A26.3
88 Fluid Mineral-based or synthetic with /
Compatibility/ lubricating properties at viscosities 6| 225 —
CE Viscosity of 45 to 2000 SSU (6 to 420 cSt) /
5 z 5188 Y4
S| | Filtration ISO Code 16/13, o,
G o SAE Class 4 or better 2 '
©
S 3|13
BC Approx. Weight .23 kg (0.5 Ibs.) §>
- 2|75
=5 Cavity No. C10-2
2 oo (See BC Section for more details) 1| 38
TD 0
Form Tool Rougher  None Bar 7 14 22 28 35 42
o Finisher ~ NFT10-2F PSI 100 200 300 400 500 600
o s Minimum Operating Pressure
88
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. . CcVv
Dimensions Millimeters (Inches)
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o =
Screw and Fixed Style 5=
Knob Adjust - SH
1/4" Internal Hex. N 25.4 (1.0)
CR;otate adjuster ——=— | Dia. Knob © o
W to increase =
flow or CCW %nmnm__ z E
to decrease flow.
78.1 I-Q.-M
(3.08) S
1" Hex. | 55.1 "H ] =¥=
22 Nm (2.17) ex. 219 =
22 Nm . a0
(16 Ib. ft.) 1 (.85)
Torque (16 Ib. ft.) .
Torque FC
7/8-14 UNF-2A 7/8-14 UNF-2A 6.4 @
Thread Thread ) =
(-25) EE
| | S
31.8
¢ (1.25) Qutlet PC
@) ® o
—L 28
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M 0158 (1) @% =2
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Ordering Information DC
=
S e
FR101 - gE
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10 Size Adjustment Flow Optional Seals Body Port
Pressure Style Setting/ Setting Material Size MV
Compensated Flow Range
Regulator =
(Restrictive) -4
==
Code | Adjustment Style Code| Fixed Style Flow Optional Setting Code | Seals / Kit. No. SV
F | Fixed Style present 100 | 3.8 LPM (1 GPM) Flow setting specified in Omit | Nitrile / (SK10-2N) =
at factory 200 | 7.5 LPM (2 GPM) ‘iﬁ LF;'X' (.1tGP(leI)(;ncrements V | Fluorocarbon / g 8
: gnob Adjust 300 | 11.3 LPM (3 GPM) S (SK10-2V) Ss
orew Adjust 400 | 15 LPM (4 GPM
500 | 18.5 LPI\£I 5 GPI)VI) Code | Body Material PV
' Omit | Steel 2
22.5 LPM PM £
00D | 225 PV (6 GPM) A_|Aluminum 58
| ES
Code | Knob/Screw Style Flow Range Code|Port Size  Body Part No. pr
065 | 1.9-3.0 LPM (0.5-0.8 GPM) Omit| Cartridge Only -
095 |3.0-4.5 LPM (0.8-1.2 GPM) 4P |1/4” NPTF (B10-2-*4P) - §
135 [4.1-6.4 LPM (1.1-1.7 GPM) 6P |3/8” NPTF (B10-2-*6P) @2 £
185 |6.0-8.3 LPM (1.6-2.2 GPM) 8P |1/2”NPTF (B10-2-"8P) 8a
260 |7.9-11.6 LPM (2.1-3.1 GPM) g; gﬁgzg EE]gggR BC
375 |11.3-16.9 LPM (3.0-4.5 GPM) T8T [SAE-8  (B10-2-T8T)t -,
550 | 16.1-25.1 LPM (4.3-6.7 GPM) 6B |3/8” BSPG (B10-2-6B)t 82
* Add “A” for aluminum, omit for steel. E 5
1 Steel body only.
TD
8
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