HONDA
ENGINES

DIMENSIONAL DRAWINGS
GX240 » GX270 * GX340 + GX390

® CRANKSHAFT PTO TYPE (E,Q,P, S,V and W)
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Unit: mm (in)

Engine GX240K1 GX340K1
Mark GX270 GX390K1
L (Length) | S type: 355 (14.0) S type: 380 (15.0)

Q, P types: 380 (15.0)
L type: 405 (15.9)
R type: 440 (17.3)
H type: 425 (16.7)
W type: 370 (14.6)
V type: 400 (15.7)

Q, P types: 405 (15.9)
L, B types: 440 (17.3)
V type: 425 (16.7)
Y type: 380 (15.0)
H type: 452 (17.8)

W (Width) 430 (16.9) 450 (17.7)

H (Height) 422 (16.6) 447 (17.6)
a 273 (10.7) 297 (11.7)
b 273 (10.7) 298 (11.7)
c 150 (5.9) 156 (6.1)
d 410 (16.1) 435 (17.1)
e 398 (15.7) 431 (17.0)
f 116 (4.6) 1415 (5.57)
g 183 (7.2) 194 (7.6)
h 34.5 (1.36) 27.1(1.1)
i 96 (3.8) 103 (4.1)
i 92 (3.6)) 100 (3.9)
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® 1/2 REDUCTION PTO TYPE (L and B)

Unit: mm (in)
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w Unit; mm (in)
Engine GX240K1 GX340K1
Mark GX270 GX390K1
L (Length) S type: 355 (14.0) S type: 380 (15.0)
Q, P types: 380 (15.0) | Q, P types: 405 (15.9)
L type: 405 (15.9) L, B types: 440 (17.3)
R type: 440 (17.3) V type: 425 (16.7)
H type: 425 (16.7) Y type: 380 (15.0)
W type: 370 (14.6) H type: 452 (17.8)
V type: 400 (15.7)
W (Width) 430 (16.9) 450 (17.7)
H (Height) 422 (16.6) 447 (17.6)
a 273 (10.7) 297 (11.7)
b 273 (10.7) 298 (11.7)
c 150 (5.9) 156 (6.1)
d 410 (16.1) 435 (17.1)
e 398 (15.7) 431 (17.0)
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¢ 1/2 REDUCTION PTO WITH CENTRIFUGAL CLUTCH TYPE (R)
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Unit: mm (in)

Unit: mm (in)

Engine GX240K1 GX340K1
Mark GX270 GX390K1
L (Length) S type: 355 (14.0) S type: 380 (15.0)
Q, P types: 380 (15.0) | Q, P types: 405 (15.9)
L type: 405 (15.9) L, B types: 440 (17.3)
R type: 440 (17.3) V type: 425 (16.7)
H type: 425 (16.7) Y type: 380 (15.0)
W type: 370 (14.6) H type: 452 (17.8)
V type: 400 (15.7)
W (Width) 430 (16.9) 450 (17.7)
H (Height) 422 (16.6) 447 (17.6)
a 273 (10.7) 297 (11.7)
b 273 (10.7) 298 (11.7)
c 150 (5.9) 156 (6.1)
d 410 (16.1) 435 (17.1)
e 398 (15.7) 431 (17.0)
f 116 (4.6) 141.5 (5.57)
g 183 (7.2) 194 (7.6)
h 34.5 (1.36) 27.1(1.1)
i 96 (3.8) 103 (4.1)
i 92 (3.6)) 100 (3.9)
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® 1/6 REDUCTION PTO TYPE (H)

Unit: mm (in)

Engine GX240K1 GX340K1
Mark GX270 GX390K1
L (Length) S type: 355 (14.0) S type: 380 (15.0)
Q, P types: 380 (15.0) | Q, P types: 405 (15.9)
[————— C — L type: 405 (15.9) L, B types: 440 (17.3)
R type: 440 (17.3) V type: 425 (16.7)
== H type: 425 (16.7) Y type: 380 (15.0)
| W type: 370 (14.6) H type: 452 (17.8)
d I V type: 400 (15.7)
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H (Height) 422 (16.6) 447 (17.6)
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PTO SHAFT DIMENSIONAL DRAWINGS

Unit: mm (in)

Type Dimensions
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Unit: mm (in)

Type Dimensions
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Unit: mm (in)
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