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Nominal Flows to
160 GPM
3000 PSI
34" to 2”7 4-Bolt Flange
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DESCRIPTION
Flange check valves provide 4-bolt flange con-  is better performance and reduced operating
nection directly to pumps, valves or inline piping  costs.
to eliminate threaded fittings and adaptors which . _— .
often are the source of hydraulic leaks. Flange ﬁhiﬁ \;?ILVSFma.f ttze mour;tc;d '"I.Cc;mbl'”at'i" with
connections also reduce installation time while tio%a? sensingp;l)grtoa%%rv?fsethéeclﬁe:f \\::i.v . r,:oobpé
Increasing equipment serviceability. mounted in combination with Model UPSF un-
Alt steel construction and large capacity reduces loading valve for use in unloading and accumula-
heat buildup and energy consumption. The result  tor circuits.
J
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SPECIFICATIONS
Flow Rating (nominat) Seals — Viton seals are standard to allow operation
. 40 GPM [152 litres/min] with petroleum based fluids and most fire resist-
1 90 GPM [341 litres/min] ant fluids.
1@y L 130 GPM [492 kitres/min] Mounting Position ................ Not restricted
1Y 160 GPM [606 litres/min] Material ....... Steel body, hardened steel poppet.
2 . 160 GPM {606 litres/min] Weight (approx.)
Operating Pressure (maximum) 3000 PSI [207 bar] MY 4 Ibs. [1,8 kg]
Temperature — Under normal conditions of continu- S 51ibs. {2,3 kg
ous operation, fluid temperature should not ex- TV 7 Ibs. [3,2 kg]
‘ceed 200°F [93°C]. For temperatures above T 11 Ibs. [5,0 kg]
200°F [93°C] contact the factory. 2 11 Ibs. [5,0 kg]
Fluid Recommendations — Compatible with all petro-
leum base fluids and most fire resistant fluids.
For information on specific fiuid compatibility,
contact the factory. )
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PRESSURE DROP DATA

VALVE | SPRING FLOW GPM
SIZE RATE | 10 | 20 | 40 | 60 | 90 | 130 | 150 | 160
o 7 1013 |10, — | —1 — | =]~

65 65 g5 | 110 | —
7 10 10 25 50 | 100 | — — —

1 65 | 65 | 65 | 66 | 65 | 110 | — | — | —
. 7 7 |10 103 |7 4] —|—
65 | 65 | 65 | 65 | 65| 70 140 | — | —

o 7 7 |7 |10 ]2 [3 70 [8 ][00
65 |65 |70 | 70 [ 70 | 70 [ 70 | 85 [ 100

» 7 |7 7 0|2 |3 |7]s8 |10

65 65 70 70 70 70 70 85 | 100
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GAGE POAT AND ACCESS TO _ szusmu';om Fon
ﬁ‘l@%@“&u”éﬂﬁ 1" VALVE WA 8 1Y VALVE SIES
Iy #5 SAE ON 1-144" & 112" VALVE ,
-t DIA. THRY MOUNTING HOLE
4-PLACES 7 "
4
L . INLET
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T SENSING PORT FOR
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QUTLET i - — - ;ﬂpﬂ&[ﬂgumms Hoe
o — - (2 VALVE SIZE OHLY)
) —— A ———— -]
A B C D E F G H d K L M N
pr . 2.00 3.0¢ 0.09 1.62 0.875 .437 0.397 0.837 1.875 1.00 2.50 531 0.09
508 | 782 1 4 | @13 | @22 | (111 | (10n | @38 | @78 | (254 | (835 | (1349 | (24
n 2.00 3.00 0.09 1.50 1.031 0.515 0.397 1.0 2.062 1.00 2.94 781 0.08
G08 | 762 | @4 | @y | @2 | (130 | doy | 262 | 24 | @54 | (746) | 1984 | 24
19" 2.50 3.50 0.09 1.75 1.188 0.593 0.469 1.156 2.312 1.25 2.94 875 Q.12
@35 | @89 | (@4 | @45 | @02 | s | 1o | (o4 | 87 | @1.8) | (748 | 2223 | (3
1157 3.00 4.00 0.09 2.00 1.406 0.703 0.531 1.375 2.750 1.34™ 4.00 1.062 012
(76.2) | (1018 | (24 | 508 | @57 | (17.9) | (135 | 34.9) | (69.9) | (34.0) | (101.6) | (26.97) | (3.9)
v 3.00 4.0 _ 2.00 1.688 0.844 113 1.531 3.062 1.50 4.00 1.062 _
(76.2) | (101.6) (50.8) | 2.8 | @14 [uncxiv @sg | @ve | @381 | (1016 | (2697
*Holes tapped {8 places) and not drilled thru on 2” valve size.
*Off Center {NCHES
(MILLIMETRES) )




ORDER CODE

CHECK
MODEL
PORT SIZE
75 | 34"
100 |1”
125 | 1-1/4"
150 | 1-1/2"
200 |2”

BOLT KITS

BOLT KITS TO MOUNT CHECK VALVE ONLY

P Internal Pilot
Port Plugged
or Not
Machined.

o Internal Pitot
Port Open.

SPRING RATE
7 7 PSi
85 65 PSI

PORT TYPE

4 4-Boit Flange

VALVE SIZE

BOLT KIT NO. TIE ROD DIMENSIONS
314" 8-200 3/8-16 x 4.72"
17 8-203 3/8-16 = 5.16"
1-1/4" 8-205 7/16-14 x 5.31"
172" 8-209 1/2-13 x 6.66"

BOLT KITS TO MOUNT RELIEF* AND CHECK VALVE

VALVE SIZE BOLT KIT NO. TIE ROD DIMENSIONS
34" B-201 3/8-16 x 6.72"
17 B-204 3/8-16 x 718"
1-114" B-207 7/16-14 < 7.31"
1-12" B-210 1/2-13 x 916"

*Refer 1o Cataleg No. GP-4014 for relief valve dimensions.

Each bolt kit consists of:

4 Tie rods
4 Nuts
4 Lock washers

The only additional kardware reguired to mount the valve or valves 15 the SAE flange and
O-ring. The lie rods are long encugh 1o mount the vaive or valves plus the SAE flange.




