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PUMP UP THE VOLUME

 



A B C D E F G H
(in.) (in.) (in.) (in.) (in.) (deg.) (in.) (in.)
(mm) (mm) (mm) (mm) (mm)

(in.) 5.57 13.66 4.10 3.25 11.06 40° 5/16
3/8 NPTF

(mm) 141.5 347 104.1 82.6 281 40° M6 3/8 NPTF

(in.) 6.99 21.00 4.95 3.25 19.75 50° 5/16
3/8 NPTF

(mm) 177.6 533.4 125.7 82.6 501.7 50° M6 3/8 NPTF

Pump
No.

P19L

P59L

E

D

F

F =  degree
G = Mounting Screw Size
H = Port size = 3/8 NPTF

H (Port)

C

B

B

G (Diameter)

A

Volume & Pressure
For Volume per Maximum Reservoir
Use Order Stro Pressure Handle Oil Usable Oil Oil Product
With No. Speed LP HP LP HP Effort Capacity Capacity Port Weight

P19L (Imperial) 2 .25 in3 .05 in3 850 PSI 10,000 PSI 78 lbs 29 in3 27 in3 3/8 NPTF 5.1 lbs

(Metric) 2 4.1 cm3 0.8 cm3 59 bar 700 bar 35.4 kg 475 cm3 443 cm3 3/8 NPTF 2.3 kg

P59L (Imperial) 2 .72 in3 .15 in3 850 PSI 10,000 PSI 104 lbs 69 in3 66 in3 3/8 NPTF 8.9 lbs

(Metric) 2 12 cm3 2.5 cm3 59 bar 700 bar 47.2 kg 1131 cm3 1082 cm3 3/8 NPTF 4.1 kg

CE Approved.

E
Single
Acting

Cylinders

More usable oil volume — use with larg-
er or longer stroke cylinders.

True unloading valve set for 850 PSI 
(59 Bar) provides more efficiency and
lower handle force.

Link design reduces handle effort by 40%.

Durable aluminum reservoir, manifold,
and end cap.

Ergonomic non-slip handle grip provides
more comfort.

Spring loaded handle lock incorporated
into handle.
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HOSES AND COUPLERS
The figures show the relative effect two styles of hose
can have on return time.  Actual times may vary. 

CYLINDER RETURN TIME

No. 9769 No. 9781
10 Ft. Hose 10 Ft. Hose

Cylinder 1/4" I.D. 3/8" I.D.
C2514C 51 sec. 14 sec.
C556C 1 min., 30 sec. 24 sec.
C5513C 4 min., 12 sec. 59 sec.
C10010C 6 min., 56 sec. 1 min., 3 sec.
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9798

9800

9670 Tee adapter.  For installing
gauge between pump and
hose coupling.  Has 1/4" and
3/8" NPTF female and 3/8"
NPTF male ports. Wt. 0.5 lb.

No. 9798 – Male (hose) half coupler
(less hose half dust cap), 3/8" NPTF.

No. 9800 – Dust cap. For male or
female 3/8" NPTF half couplers. Wt., 0.3 lb.

1-800-541-1418
WWW.POWERTEAM.COM

For Applications Outside of North/South America
Hose Burst

Hose I.D. Length Rating
in ft psi Order

Hose Type mm m bar No.

Polyurethane 1/4" 2 ft 40,000 psi 9765E
6.4 mm 0.6 m 2,800 bar

Polyurethane 1/4" 3 ft 40,000 psi 9766E
6.4 mm 0.9 m 2,800 bar

Polyurethane 1/4" 6 ft 40,000 psi 9767E
6.4 mm 1.8 m 2,800 bar

Polyurethane 1/4" 8 ft 40,000 psi 9768E
6.4 mm 2.4 m 2,800 bar

Polyurethane 1/4" 10 ft 40,000 psi 9769E
6.4 mm 3.0 m 2,800 bar

Polyurethane 1/4" 12 ft 40,000 psi 9770E
6.4 mm 3.6 m 2,800 bar

Polyurethane 1/4" 20 ft 40,000 psi 9771E
6.4 mm 6.1 m 2,800 bar

For additional hose types, see main catalog.
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Hose Burst
Hose I.D. Length Rating

in ft psi Order
Hose Type mm m bar No.

Polyurethane 1/4" 2 ft 20,000 psi 9765
6.4 mm 0.6 m 1,400 bar

Polyurethane 1/4" 3 ft 20,000 psi 9766
6.4 mm 0.9 m 1,400 bar

Polyurethane 1/4" 6 ft 20,000 psi 9767
6.4 mm 1.8 m 1,400 bar

Polyurethane 1/4" 6 ft 20,000 psi 9764*
6.4 mm 1.8 m 1,400 bar

Polyurethane 1/4" 8 ft 20,000 psi 9768
6.4 mm 2.4 m 1,400 bar

Polyurethane 1/4" 10 ft 20,000 psi 9769
6.4 mm 3.0 m 1,400 bar

Polyurethane 1/4" 12 ft 20,000 psi 9770
6.4 mm 3.6 m 1,400 bar

Polyurethane 1/4" 20 ft 20,000 psi 9771
6.4 mm 6.1 m 1,400 bar

NOTE: Polyurethane hoses not recommended for use where heat or weld splatter conditions exist.    
*Furnished with 9798 hose half coupler and 9800 dust cap.

ORDERING INFORMATION 

A = 1/4" I.D. Non-Conductive-see main catalog.
B = 1/4" & 3/8 I.D. Rubber-see main catalog.
C = 3/8" I.D. Polyurethane-see main catalog.
D = 1/4" I.D. Polyurethane*
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