
RESERVOIR CONTAINMENT STAND ASSEMBLY

Double Overhead
Reservoir Assembly

STANDARD JIC TYPE RESERVOIR 
(STYLE A, B, RB, RT)

FOOT PADS
(4 REQ)
(SHIPPED LOOSE)
(CUSTOMER TO WELD TO TANK)

OVERHEAD RESERVOIR BASE
(TOP SECTION)

OVERHEAD RESERVOIR BASE
(BOTTOM SECTION)

FOOT PADS
(4 REQ)
(SHIPPED LOOSE)
(CUSTOMER TO WELL TO CONTAINMENT TRAY)

CONTAINMENT TRAY
CONTAINMENT STAND
(OPTIONAL)

Single Overhead
Reservoir Assembly

STANDARD J.I.C. TYPE RESERVOIR
(STYLE A, B, RB, RT)

FOOT PADS
(4 REQ)
(SHIPPED LOOSE)
(CUSTOMER TO WELD TO TANK)

CONTAINMENT TRAY
CONTAINMENT STAND
(OPTIONAL)

FOOT PADS
(4 REQ)
(SHIPPED LOOSE)
(CUSTOMER TO WELD TO CONTAINMENT TRAY)

OVERHEAD RESERVOIR BASE
(BOTTOM SECTION)

Containment Tray / 
Stand Assembly STANDARD J.I.C. TYPE RESERVOIR

(STYLE A, B, RB, RT)

CONTAINMENT TRAY
CONTAINMENT STAND

FOOT PADS
(4 REQ)
(SHIPPED LOOSE)
(CUSTOMER TO WELD TO CONTAINMENT TRAY)

sales@ldi-industries.com
www.ldi-industries.com

Ph : 920-682-6877
Fx : 920-684-7210
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Dimensions and specifi cations are subject to change without notice. Not all items are Made-To-Stock, contact us for availability. 02/14


