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Model A4500
Aluminum Saddlemount - 50 Gallon 

Tank Size: 24” diameter x 27” long
Shipping Weight: 40#

Mounting Kit Weight: 44#

Roll-formed cylindrical aluminum tank, domed ends are die stamped; 
bright mill finish. Filtered mushroom vent in tank top for increased air 
exchange. Filler/Breather assembly - including 40 micron filter/breather 
cap (chain mounted) with nylon strainer basket and bayonet closure. 
Three heavy duty machined 1-1/4” NPT ports with built-in diffusers. 
One 1-1/4” NPT port plug included. Includes AMK-624-C Mounting kit: 
two frame mount powder coated J-brackets (rubber shielded) and two 
rubber shielded, powder coated carbon steel strap assemblies. Unit is 
packaged in one carton and shipped by UPS.

Order No.	 Weight	 Description		  Page #

ABA-138	 1#	 Breather Vent - 3/8” NPT		  39
APP-204	 1#	 Steel Port Plug - 1-1/4” NPT		  41
ABC-315	 1#	 Filter/Breather Cap Only		  39
AFC-330	 2#	 Fill Assembly		  38
AMK-624-C 	 44#	 Carbon Steel Mounting Kit Complete		  34
AMT-450	 40#	 Aluminum Saddlemount Tank Only (50 Gal.)	

All Tanks Factory Tested

OPTION: Available with stainless steel straps. Also available with a hose support 
mount (which is recommended.) Mirrored polished option also available.

Changes may be made to product without notice.
to see our full line of drawings go to www.americanmobilepower.com

Picture shown with 
stainless strap option.

Ordering Options
	 Product	 Product Description
	 A4500	 1-1/4” NPT bottom ports 
	 A4500-ST	 1-1/4” NPT bottom ports & Sight Temperature Gauge
	 A4500-15	 1-1/2” NPT bottom ports
	 A4500-15ST	 1-1/2” NPT bottom ports & Sight Temperature Gauge
	 A4500-2	 2” NPT bottom ports
	 A4500-2ST	 2” NPT bottom ports & Sight Temperature Gauge
*2” Ports are non-diffused
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