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Standard Product Model Code Chart

Notes:  
1.    .ytilibaliava dna noitamrofni rof yrotcaf tlusnoc esaelP ,elbaliava era snoitanibmoc lla toN .snoitpo dradnats non niatnoc snoitanibmoc edoC ledoM 
2. The code designator for external and internal coding is a sequential number specific to each customer and paint system.  Please consult factory for additional details.

Code Description Code Description

BA Bladder Accumulator Standard BLANK Primer only

BT Bladder Accumulator Top Repairable 01 Shell external coating (See Note 2)

HF High Flow Bottom Repairable

HT High Flow Top Repairable

GB Gas Bottle Code Description

BLANK No Internal coating

01 Shell Internal Coating (See Note 2)

Code Description

1P 1 Pint

01 0.25 Gal
Code Description

04 1 Gal
A ASME

10 2.5 Gal
B ASME + ABS

20 5 Gal
C ASME + CRN

37 10 Gal
D ASME+DNV

42 11 Gal
E ASME+ABS+DNV

57 15 Gal
F CE

G ASME+CE

H ASME+CE+ABS+DNV

Code Description
J ASME+CE+CRN+AS1210

02 2000 psi
K ASME + AS1210

03 3000 psi

04 4000 psi

05 5000 psi
Code Description

60 6000 psi
1 Carbon Steel Shell & Carbon Steel Trim

06 6500 psi
2 Carbon Steel Shell & Stainless Steel Trim

10 10000 psi
3 Stainless Steel Shell & Stainless Steel Trim

4 Nickel Plated Shell & Stainless Steel Trim

Code Description

NC 3/4" NPT
Code Description

ND 1" NPT
O Oil Service

NE 1-1/4" NPT
W Water Service (Nickel Plated Shell)

NF 1-1/2" NPT
F Flushing per customer specification

NG 2" NPT
T Unit testing per customer requirement

SH -12 SAE (1-1/16"-12 threads) 

SJ -16 SAE (1-5/16"-12 threads)

SK -20 SAE (1-5/8"-12 threads)
Code Description

SL -24 SAE (1-7/8"-12 threads)
N Nitrile

BC G3/4" BSP
C Cold Weather Nitrile

BD G1-1/4" BSP
T Extreme Cold Weather Nitrile

BH G2"BSP
F Flouroelastomer (FKM) 

FA 2" Code 61
B Butyl

FB 1-1/2" Code 62
E EPR

FC 1-1/4" CODE 61
H Hydrin

MODEL CODE

Accumulator Model External Coating (only when requested)

Internal Coating (only when requested)

Nominal Capacity

Service

Bladder Material

Certifications

Pressure Rating

Material Option

Fluid Port Connection

TB Transfer Barrier

BA 01   -   03   -  NC  -    N    -    0    -    1     -    A    -  00   -   00

MODEL CODE CHART

BE



Cold Weather Nitrile

Extreme Cold Weather Nitrile



























2.5-15G Base
Bracket 3000 PSI

2.5-15G Base
Bracket 5000 PSI
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