
AC  P OWE R  U N I T S

D C  P OWE R  U N I T S

MOTOR  P U M P  A S S E M B L I E S

P I C K - A - PAC K  P R OD U CT S
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H Y D R A U L I C  P O W E R    

DOCK LEVELER

AUTO HOIST BALE SPIKEAUXILIARY POWER UNIT

TIRE CHANGER

TAIL GATE
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   U N I T  A P P L I C A T I O N S

FILTER CRUSHER TAIL GATE MATERIAL HANDLING

SNOW PLOW

DUMP TRAILER



AC & DC
DC Units Semi-Finished (No Tank)
DC-10SF 12V DC Manual Operated Power Up/Gravity Down

DC-20SF 12V DC Solenoid Operating Power Up/Gravity Down

DC-30SF 12V DC Check and Relief Valve Power Unit

DC-60SFC 12V DC Solenoid Operated Power Up/Power Down

DC-90SF 12V DC Relief Valve Only

s t o n e h y d r a u l i c s . c o m4
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F A C T O R Y  A S S E M B L E D

P O W E R  U N I T S

Specific Application Units

AC-10AH 230VAC 1PH Auto Hoist 2-Post Lift Power Up/Gravity Down

AC-10KS 230VAC 1PH Auto Hoist 2-Post Lift With Kill Switch Power Up/Gravity Down

AC-10FP-A 230VAC 1PH Auto Hoist 4-Post Lift Power Up/Gravity Down

AC-10TC 115VAC 1PH Tire Changer Power Up/Gravity Return

AC-40FC 115VAC 1PH Filter Crusher Power Extend/Gravity Return

DC-24MH 24VDC Material Handling Solenoid Operated Power Up/Gravity Down

DC-30APU 12VDC Auxiliary Power Unit Relief & Check Valve Only

DC-70BS 12VDC Bale Spike Solenoid Operated Power Up/Power Down

DC-80SPC 12VDC Snow Plow Solenoid Operated Power Angle & Lift/Gravity Down



KM__  KMC KMD KMP KP__     KU__ KN__               

P O W E R  U N I T
 O R D E R I N G

C O D E S

P I C K - A - P A C K
Motor/Motor Adaptor Pump Endhead  

3" DC Motors

4.5" DC Motors

Pumps

Metric Footmounts 
with SAE or BSPP Ports

UNC Footmounts 
with SAE or NPT Ports

High Power DC Motors

HI-LO Pumps

Unload Valve Assembly

AC Motors

Adaptors

Nema C AC Motors
Customer Supplied

6 s t o n e h y d r a u l i c s . c o m
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Reservoir/Plumbing Manifold Valves Electrical Accessories

Manifold Valve Blocks

Manifold Cartridge
Valves

Relief Valve-Only Kit

Relief and Check
Valve Kit

Relief, Check,
 Manual NC 
Valve Kit

Relief, Check, 12VDC,
24VDC, 115VAC,

230VAC,Solenoid NC
Valve Kit

Flow Control

D03 Cetop Valve
Adapter

Cord Set: Options
• Power Up, Gravity Down 
• Power Up, Power Down 
(1) Solenoid

• Power Up, Power Down 
(2) Solenoids

• 12 & 24VDC 
Start Solenoids

Steel Reservoir
4.75" (120mm) Diameter

Steel Reservoir
6.7" (170mm) Offset

Plastic Reservoir
5.0" (127 mm) Square

Plastic Reservoir
6.7" (170 mm) Offset

Industrial Reservoir

Vertical Inlet Plumbing

Horizontal Inlet Plumbing

         KC__    KFC_ KR__ KH KV KB__    KDVC KG__    KS_

Integral Valving

  
    

  
    



A C  M O T O R S

KMC16 1HP

3450 RPM, 1PH
115/230V 60HZ

KMC17 2HP

3450 RPM, 1PH
115/230V 60HZ

KMC18 2HP

3450 RPM, 3PH
230/460VAC 60HZ

KMC19 3HP

3450 RPM, 3PH
230/460V 60HZ

KMC20 5HP

3450 RPM, 3PH
230/460V 60HZ

KMC21 1/2 HP

1725 RPM, 1PH
115/230V

KMC22 1/2 HP

1725 RPM, 3PH
230/460V 60HZ

KMC23 1 HP

1725 RPM, 1PH
115/230VAC

KMC24 1HP

1725 RPM, 3PH
230/460V 60HZ

A D A P T O R S

KM96

182/184 
NEMA CFACE

KM97

56/143/145
NEMA CFACE

8 s t o n e h y d r a u l i c s . c o m

KIT NUMBER

KMO6

KM08

KMD1

KMD2

KMD3

KMD4

KMD5

KMD6

KMD8

KMP2

KMP5

VOLTAGE

24 VDC

12VDC

12V

12V

12V

24V

24V

24V

12/24V

12V

24V

DUTY

500W

800W

STANDARD

STANDARD

EXTENDED

EXTENDED

STANDARD

STANDARD

HEAVY

P.M.

P.M.

D C  M O T O R S



Kit includes washers and mounting bolts. Use all washers. Mounting bolts are grade 5. 

DO NOT SUBSTITUTE. KP10 cannot be used in duplex pump applications.
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LENGTHDISPLACEMENT MAXIMUM PRESS

P U M P S

E N D H E A D S

KIT 
NUMBER

CC REV CIPR MM INCH MAX RPM CONT.
PSI/BAR

INTERMIT
PSI/BAR

KP08

KP10

KP12

KP16

KP20

KP25

KP31

KP40

KP50

KP63

KP80

0.8

1.0

1.2

1.6

2.0

2.5

3.1

4.0

5.0

6.3

8.0

0.049

0.061

0.073

0.098

0.122

0.153

0.189

0.244

0.305

0.384

0.488

57

58

59

60

62

64

67

70

74

79

86

2.25

2.28

2.32

2.38

2.44

2.52

2.62

2.75

2.90

3.11

3.37

5000

5000

5000

5000

4000

4000

4000

4000

4000

3200

2400

4000/350

4000/350

4000/350

4000/350

4000/350

4000/350

3600/250

3000/200

2300/160

1800/125

1500/100

5000/350

5000/350

5000/350

5000/350

5000/350

5000/350

5000/350

4000/280

3200/220

2500/175

2000/140

KIT NUMBER DESCRIPTION

KN09 ENDHEAD METRIC FOOTMOUNTS  SAE PORTS

KN10 ENDHEAD METRIC FOOTMOUNTS BSPP PORTS

KN11 ENDHEAD UNC FOOTMOUNTS NPT PORTS

KN12 ENDHEAD UNC FOOTMOUNTS SAE PORTS

D C  M O T O R S
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KIT# DESCRIPTION KIT# DESCRIPTION

KC01A 12VDC DIN/HIRSCHMANN

KC01B 12VDC DUAL 1/4" SPADE

KC01C 12VDC SINGLE #10 UNF STUD

KC01D 24VDC DIN/HIRSCHMANN

KC01E 24VDC DUAL 1/4" SPADE

KC01F 24VDC SINGLE #10 UNF STUD

KC01G 24VAC DIN/HIRSCHMANN

KC01H 230VAC DIN/HIRSCHMANN

KC01J 115VAC DIN/HIRSCHMANN

KC03 RELIEF, CHECK, MANUAL RELEASE VALVE KIT

 DIRECT ACTING

KC05 RELIEF, CHECK, MANUAL RELEASE VALVE KIT WITH

MICRO-SWITCH

KC07 RELIEF & CHECK VALVE KIT

KC08 RELIEF VALVE KIT

KC14 RELIEF, CHECK, PNEUMATIC RELEASE VALVE KIT

KC15 RELIEF, CHECK, DC MANUAL RELEASE VALVE KIT

KC18 RELIEF, CHECK, AC LEVER RELEASE VALVE KIT

KFC2 .5 GAL PRESSURE COMP FLOW CONTROLS

KFC4 1 GAL PRESSURE COMP FLOW CONTROLS

KFC6 1.5 GAL PRESSURE COMP FLOW CONTROLS

KFC8 2 GAL PRESSURE COMP FLOW CONTROLS

USEABLE OIL CAPACITY
NOMINAL TANK LENGTH VERTICAL HORIZONTAL

KIT # TANK CAPACITY (GAL) MM INCH LITRE CU IN LITRE CU IN

KR12 STEEL .5 216 8.50 1.4 85 1.6 90

KR14 STEEL .75 305 12.00 2.4 138 2.2 135

KR15 STEEL 1.0 368 14.50 2.6 165 2.6 161

KR22 PLASTIC .5 216 8.50 1.4 83 1.6 100

KR24 PLASTIC .75 280 11.00 2.3 138 2.2 130

KR25 PLASTIC 1.0 356 14.00 3.3 200 2.9 175

KR40 STEEL 1.0 200 7.88 1.6 100 2.8 170

KR45 STEEL 1.2 250 9.84 2.6 160 3.6 220

KR41 STEEL 1.5 300 11.81 3.6 220 4.4 270

KR42 STEEL 2.0 400 15.75 5.6 340 5.9 360

KR46 STEEL 2.5 432 17.00 6.2 380 6.4 390

KR43 STEEL 3.0 550 21.65 8.5 520 8.2 500

KR44 STEEL 4.0 660 26.00 10.6 650 9.8 600

KR50 PLASTIC 1.0 190 7.50 1.9 120 3.1 186

KR55 PLASTIC 1.2 228 9.00 2.9 180 3.8 230

KR51 PLASTIC 1.5 279 11.00 4.3 260 4.7 286

KR52 PLASTIC 2.0 330 13.00 5.6 340 5.6 345

KR56 PLASTIC 2.5 381 15.00 6.9 420 6.6 400

KR53 PLASTIC 3.0 508 20.00 10.2 620 8.8 540

KR54 PLASTIC 4.0 660 26.00 14.1 860 11.7 715

KR71 STEEL 7.0 254 10.00 20 1250 — —

KR72 STEEL TANK NECK-RING KIT FOR USE WITH SELF-MANUFACTURED STEEL RESERVOIRS.

KR73 STEEL 14 508 20.00 50 3000 — —

R E S E R V O I R S

I N T E G R A L  V A LV E S



KB11 SINGLE MANIFOLD BLOCK FOR D03 CETOP VALVE/SAE PORTS TOP MOUNT

KB21 SINGLE MANIFOLD BLOCK FOR D03 CETOP VALVE/SAE PORTS SIDE MOUNT

KB22 DOUBLE MANIFOLD BLOCK FOR D03 CETOP VALVE/SAE PORTS SIDE MOUNT

KB23 TRIPLE MANIFOLD BLOCK FOR DO3 CETOP VALVE SAE PORTS SIDE MOUNT
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KIT # VOLTAGE DUTY SERVICE UL
PART# GROUND REC

KIT # VOLTAGE DUTY SERVICE UL
PART# GROUND REC

KS1 12VDC INTERMITTENT 2145-AA INT NO

KS2 24VDC INTERMITTENT 2151-AA INT NO

KS3 12VDC INTERMITTENT 1866-CA EXT YES

KS4 24VDC INTERMITTENT 2150-AA EXT YES

KS7 12VDC 200 AMP 3823-AA EXT YES
(NEW STEEL)CONTINUOUS

KS8 24VDC 200 AMP 3822-AA EXT YES
(NEW STEEL)CONTINUOUS

KS1P 12VDC INTERMITTENT 4795-AA INT NO
(NEW PLASTIC)

KS2P 24VDC INTERMITTENT 5024-AA INT NO
(NEW PLASTIC)

KS3P 12VDC INTERMITTENT 5022-AA EXT YES
(NEW PLASTIC)

KS4P 24VDC INTERMITTENT 5025-AA EXT YES
(NEW PLASTIC)

KS7P 12 VDC 200 AMP 4764-AA EXT YES
CONTINUOUS

KS8P 24VDC 100 AMP 5026-AA EXT YES
(NEW PLASTIC)CONTINUOUS

C O R D  S E T

S T A R T  S O L E N O I D S

P L U M B I N G

M A N I F O L D  B L O C K S

KDVC1 12VDC 2P4W WITH DPO CHECKS

KDVC2 24VDC 2P4W WITH DPO CHECKS

KDVC3 12VDC 3P4W WITH DPO CHECKS

KDVC4 24VDC 3P4W WITH DPO CHECKS

KDVC5 115VAC 3P4W WITH DPO CHECKS

KDVC6 230VAC 3P4W WITH DPO CHECKS

C A R T R I D G E  V A LV E  M A N I F O L D S

KG11 10 FT CONTROL HANDSET FOR SINGLE-ACTING UNITS

KG12 10 FT CONTROL HANDSET FOR SINGLE SOLENOID, DOUBLE-ACTING UNITS

KG13 CONTROL HANDSET FOR DOUBLE SOLENOID, DOUBLE -ACTING UNITS

Please consult factory for other options

KH HORIZONTAL KV VERTICAL

For flows over 3 GPM Order 1412-AA Filter

Note: Manifold valves cannot be used with KN12 endheads.

Note: Manifold blocks cannot be used with KN12 endheads.
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D i s t r i b u t e d  b y :
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European 
Customer Service Center

Albert Thijsstraat 12
6471 WX Eygelshoven
The Netherlands
Tel: 31 (45) 5678877
Fax: 31 (45) 5678878

infoeurope@stonehydraulics.com

Asia Pacific 
Customer Service Center

7 Gul Circle
Singapore 629563
Singapore
Tel: (65) 6265 3343
Fax: (65) 6265 6646

infoasia@stonehydraulics.com

China 
Customer Service Center

No. 1568 Hua Shan Road
Treasury Building
11th Floor
Shanghai 200052, China
Tel: 86 (21) 2208.5888
Fax: 86 (21) 2208.5682

infochina@stonehydraulics.com

World Headquarters
The Americas 
Customer Service Center

5885 11th Street
Rockford, Illinois 61109
Tel: 815-874-5556

Customer Service/
Order Entry
Tel: 866-729-4104
Fax: 800.288.7031

Technical Services
Tel: 800.477.8326
Fax: 800.765.8326

info@stonehydraulics.com


