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Operation Instructions CVA 16DP Dual Pressure Relief Valve 

Operation of CVA16DP Valve 

Control valve number CVA 16DP is used to provide pump flow to the trailer. More importantly it allows from 
within the vehicle cab two different pressures. Alternative higher pressures are achieved by engaging the 
auxilary air valve (high pressure) in the cab. Use of the auxilary air valve (high pressure) on trailers 
designed for only the low pressure could result in equipment damage. 

NOTE: Valve comes factory pre-set at 2100 psi for low pressure and 3000 psi for high.

Dump Trailer 

Parker Combo Valve AVCP-695-M-T-8
OEM PTO Switch Installed

1. Connect the tractor to the trailer using a male
and female quick coupler.  (Figure 1)

2. For hose connections to the CVA16DP valve see
(Figure 2)

3. Turn the PTO switch on and use the Combo valve
AVCP-695-M-T-8 to control the CVA16DP valve
using the lever control to raise , hold, or lower the
dump trailer. (Figure 3)

4. After fully lowering the bed use the PTO switch
provided by the OEM to shut off the PTO and
disable the hydraulic system.

NOTE: Never turn the Moving Floor switch to the on 
position when operating a Dump Trailer Hoist.  
Flipping this switch while operating a Hoist can 
cause serious injury and or death to the driver.

Figure 2 

Figure 3 
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Moving Floor and 2 Line Trailer Applications
Parker Combo Valve AVCP-695-M-T-8      
OEM PTO Switch Installed 

1 . Quick Couple the High Pressure Hose From the 

tractor to the trailer.  (Figure 1)

2. Quick Couple the Return Line hose from the trailer
to the tractor.  (Figure 1)

3. To start the moving floor

A. Turn the PTO on

B. Turn the moving floor switch to the on position

this will set the moving floor to the high pressure

mode.  (Figure 2)

C. shift the hoist control to the raise position this will

enable the moving floor controls  (Figure 2)

Figure 1 

4. Use controls on the trailer for moving floor

5. To STOP moving floor operations move hoist lever

back to "HOLD".  Turn the Moving Floor Switch to
the off position and then Turn the PTO switch off.
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CVA 16DP Dual Pressure Relief Valve 

1. Quick Couple Tractor to the Trailer.  (Figure 1)

2. For hose connections to the CVA16DP valve see

(Figure 2)

3. Turn the PTO switch on and use the Combo Valve
AVCP-695-M-T-8 to control the CVA16DP valve
using the lever control to raise, hold, or lower the
dump trailer (Figure 4)

4. After fully lowering the bed place the Combo valve
in the hold position, and turn the PTO off.
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Operating  Instructions
Dump Trailer

Moving Floor and Two Line Trailer Applications   

Parker Combo Valve AVCP-295-MTCK8

No OEM PTO Switch Installed

Dump Trailer

Figure 1 

Figure 2 

Figure 3 

NOTE:  Never turn the Moving Floor switch to the 

on position when operating a Dump Trailer Hoist.

Pulling this switch while operating a Hoist can 

cause serious injury and or death to the driver.

Moving Floor and Two Line Trailer Applications

1. Quick Couple the high pressure hose from the tractor to the trailer 
(Figure 3)
2. Quick Couple the the return line hose from the trailer to the tractor 
(Figure 3)
3. To start the moving floor

a. Turn the PTO On
b. Pull the moving floor button to the on position this will set the 

moving floor to the high pressure mode (Figure 4)
c. Shift the hoist control to the raise position this will enable the 

moving floor controls on the trailer.  (Figure 4)

4. Use the trailer to operate controls
5. To stop moving floor operations move hoist lever back to HOLD, and 
push moving floor button to the off position.  Turn PTO switch off. 

Figure 4 
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Installation Sketch CVA 16DP Dual Pressure Relief Valve 

Installation Sketch of the Parker CVA 16DP Control Valve 

Caution total maximum pressure could be set to 400 bar I (5800 PSI) 
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