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American Wet Tank System

Model A3000
Steel Upright - 50 Gallon

Tank Size: 34” long x 13” wide x 26” high
Shipping Weight: 150#

Steel tank assembly with diamond plate top section;  fully  baffled;  two 
1-1/4” NPT bottom ports, internally diffused; dual mounting rails (2”x 2”) 
welded to tank assembly. Tank is powder coated black. Features filtered 
mushroom vent in tank top for increased air exchange. Filler/Breather 
assembly - including 40 micron filter/breather cap (chain-mounted) with 
nylon strainer basket and bayonet closure. The ASK-200 mounting and 
spring kit includes four pre-drilled powder coated mounting angles, 
plated bolts, washers, lock nuts, four plated springs, and four pre-drilled 
mounting pads. The mounting kit is boxed and shipped in the tank 
assembly carton. The complete unit is packaged in a single carton and 
shipped by UPS.

Order No.	 Weight	 Description		  Page #

ABA-138	 1#	 Breather Vent - 3/8” NPT		  39
ASK-200	 12# 	 Chassis Mounting Kit		  37
ABC-315	 1#	 Filter/Breather Cap Only		  39
AFC-330	 2#	 Fill Assembly		  38

Changes may be made to product without notice.
to see our full line of drawings go to www.americanmobilepower.com

Ordering Options
	 Product	 Product Description
	 A3000	 1-1/4” NPT bottom ports 
	 A3000-ST	 1-1/4” NPT bottom ports & Sight Temperature Gauge
	 A3000-15	 1-1/2” NPT bottom ports
	 A3000-15ST	 1-1/2” NPT bottom ports & Sight Temperature Gauge
	 A3000-2	 2” NPT bottom ports
	 A3000-2ST	 2” NPT bottom ports & Sight Temperature Gauge

*2” Ports are non-diffused
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