
XF2 Crossflow Reservoir
Combination Reservoir Cooler and Filter



XF2 Multi-Purpose, Single Solution
Parker’s improved XF2 Crossflow Reservoir is a compact 
one-stop hydraulic circuit for fluid storage, filtration, and 
cooling. Combining components into one simple package 
for your mobile needs. 

Feature Benefit

Compact Footprint Easy placement / installation options

Approx. 30” x 12” Footprint x 23.2” height (w/o breather)

Package Solution Less Components / Plug and Play / Easy install  

Less reservoir volume (8 gal) required = less weight, less oil

Top Load Filter 
Element

No cap to lose, easy change, minimal oil spill     

Patented element selections (10Q & 20Q)

10” site level gauge & breather

Pressure Protection Integrated Passive bypass protects system (125psi rating)

12 V fan w/ shroud Better cooling efficiency

45K BTU/hr rating @ 20gpm Keep systems cool and efficient in small package

Aluminum Construction Lightweight / High Strength / Non-Corrosive

Preventive
• Fights costly equipment maintenance
• Reduces system downtime
• Controls solid contaminants
• Protects fluid & system components



As space becomes more limited for hydraulic power units in mobile applications 
heat dissipation becomes a greater challenge. Parker’s improved Crossflow XF2  
Reservoir system, provides additional cooling in a compact, lightweight package.

Applications
• Industrial Power Units

• Test Stands

• Mobile Wet Kits

• Rotary Circuits

• Water Trucks/Pump Drives

• Cement Mixers

• Start Packages
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Specifications
Pressure Ratings: Maximum 
Allowable Operating Pressure 
(MAOP): 150 psi (10.3 bar)

Flow Rating: 
50 GPM (190 LPM)

Operating Temperatures:  
-40°F (-40°C) to 225°F (107°C)  

Element Burst Rating: 
150 psid (10.3 bar)  

Filtration Rating: 
10 & 20 Microns at Beta > 200

Element Condition Indicators: 
Gauge: 0-60 psi color code 
Switch: SPDT 5A @ 24 VDC

Materials: 
Tanks and Core: Aluminum 
Filter Head: Cast Aluminum 
Bypass Valve: Nylon 
Filter Media: Microglass 
Element End Caps: Nylon

Dry Weight (approximate): 
96.5 lbs (43.8 kg)

Inlet Port: SAE-20
Outlet Port: SAE-32

Fan: 
• 12 volt waterproof motor
• AMP/Tyco Part# 180908  

Connector Interface
• Airflow Max 3528 m3/h
• Max Amp draw 25.4

Index Part Number Part Description

1
936748 10Q Microglass Element

936749 20Q Microglass Element

2 941664 O-Ring - Nitrile (NBR)

3 941448 PT4 Die Cast Head SAE-20

4 SPA.1731.10.5N Air Breather ¾”NPT 0.35bar

Index Part Number Part Description

5 FL69321 10” Fluid Level Gauge

936912 1/8-27 Pressure Gauge

900782 1/8-27 Pipe Plug

926923 1/8 NPT Pressure Switch

Parts List
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XF2 Crossflow Reservoir
How to Order
Select the desired symbol (in the correct position) to construct a model code. Example:

BOX 1 BOX 2 BOX 3 BOX 4 BOX 5 BOX 6 BOX 7 BOX 8

XF2M 2 10Q B P G S20 1

BOX 1: Series

Symbol Description

XF2M
Medium - 50 GPM
45K BTU/hr @ 20 GPM

BOX 2: Length

Symbol Description

2 Double

BOX 3: Media Code

Symbol Description

10Q 10 micron Microglass

20Q 20 micron Microglass

BOX 4: Seals

Symbol Description

B Nitrile

V Fluorocarbon (FKM)

BOX 5: Indicator

Symbol Description

P Port Plugged

G Pressure Gauge

S Pressure Switch

BOX 6: Bypass

Symbol Description

G 25 PSI (1.7 bar)

BOX 7: Ports

Symbol Description

S20 SAE-20

BOX 8: Options

Symbol Description

1 None

Media Part Number

10Q 936748

20Q 936749

Replacement Elements
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Hydraulic & Fuel Filtration Division
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North America

Compressed Air Treatment

Gas Separation & Filtration Division
Airtek/Finite/domnick hunter/Zander
Lancaster, NY 
716 686 6400 
www.parker.com/faf

Balston
Haverhill, MA 
978 858 0505 
www.parker.com/balston

Engine Filtration  

Racor 
Modesto, CA 
209 521 7860 
www.parker.com/racor

Holly Springs, MS 
662 252 2656 
www.parker.com/racor

Hydraulic Filtration

Hydraulic & Fuel Filtration
Metamora, OH 
419 644 4311 
www.parker.com/hydraulicfilter

Laval, QC Canada 
450 629 9594 
www.parkerfarr.com

Velcon
Colorado Springs, CO 
719 531 5855 
www.velcon.com

Process Filtration 

domnick hunter Process Filtration
SciLog
Oxnard, CA 
805 604 3400 
www.parker.com/processfiltration

Water Purification

Village Marine, Sea Recovery, 
Horizon Reverse Osmosis
Carson, CA 
310 637 3400 
www.parker.com/watermakers

Europe

Compressed Air Treatment

domnick hunter Filtration & Separation 
Gateshead, England 
+44 (0) 191 402 9000  
www.parker.com/dhfns

Parker Gas Separations
Etten-Leur, Netherlands 
+31 76 508 5300 
www.parker.com/dhfns

Hiross Zander  
Essen, Germany 
+49 2054 9340 
www.parker.com/hzfd

Padova, Italy 
+39 049 9712 111 
www.parker.com/hzfd

Engine Filtration & 
Water Purification

Racor 
Dewsbury, England 
+44 (0) 1924 487 000  
www.parker.com/rfde

Racor Research & Development
Stuttgart, Germany 
+49 (0)711 7071 290-10

Hydraulic Filtration

Hydraulic Filter 
Arnhem, Holland 
+31 26 3760376 
www.parker.com/hfde

Urjala, Finland

+358 20 753 2500

Condition Monitoring
Parker Kittiwake
West Sussex, England 
+44 (0) 1903 731 470  
www.kittiwake.com

Process Filtration 

domnick hunter Process Filtration
Parker Twin Filter BV
Birtley, England 
+44 (0) 191 410 5121 
www.parker.com/processfiltration

Asia Pacific

Australia 
Castle Hill, Australia 
+61 2 9634 7777 
www.parker.com/australia 

China 
Shanghai, China 
+86 21 5031 2525 
www.parker.com/china

India
Chennai, India 
+91 22 4391 0700 
www.parker.com/india

Parker Fowler
Bangalore, India 
+91 80 2783 6794 
www.johnfowlerindia.com

Japan 
Tokyo, Japan 
+81 45 870 1522 
www.parker.com/japan

Korea 
Hwaseon-City 
+82 31 359 0852 
www.parker.com/korea 

Singapore
Jurong Town, Singapore 
+65 6887 6300 
www.parker.com/singapore

Thailand 
Bangkok, Thailand 
+66 2186 7000 
www.parker.com/thailand

Latin America
Parker Comercio Ltda. 
Filtration Division 
Sao Paulo, Brazil 
+55 12 4009 3500 
www.parker.com/br 

Pan American Division 
Miami, FL 
305 470 8800 
www.parker.com/panam 

Africa
Aeroport Kempton Park, South Africa 
+27 11 9610700 
www.parker.com/africa

Worldwide Filtration Manufacturing Locations


